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. @ JAPANESE INDUSTRIAL STANDARD J IS

Adhesives for Wall Paper and Wall Coverings
for Decorative Finish A 6922-1978
(Reaffirmed: 1983)

1. Scope
\ This Japanese Industrial Standard specifies starchy adhesives, herein-
after referred to as the "adhesives", applied on the spot when wall paper(!l)
is used for covering the wall or ceiling of a building for decorative finish.
Note (1)  Wall paper or coverings specified in JIS A 6921.
Remark: The units and numerical values given in { } in this Stand-

ard are in accordance with the International System of Units
(SI), and are appended for informative reference.

. 2. Type

The adhesives shall be classified into the following two types.

Type : Remark

Type 1 | Manufactured through heating.

Manufactured by the use of chemi-

Type 2 cals under ordinary temperature,

3. Manufacturing Method

Adhesives, consisting mainly of starch, shall be manufactured with the
process of heating or chemical treatment after blending filler, stabilizer,
antiseptics, mildewproofing agent and others.

. If necessary, other adhesives may be admixed.
4. Quality

4.1 Adhesives shall be uniform and free from alien matter harmful to
use,

4.2 Adhesives shall not spoil or discolour the wallpaper or substrate
on which adhesive is applied.

4.3 Adhesives shall not, where ordinarily applied, cause physical trou-
bles such as humid tetter, rash or others, generate bad odor nor stimulate
mucous membrane.

4.4 Adhesives shall not be unnecessarily coloured.

. Applicable Standards: See page 8.
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4,5 Adhesives shall be fit for storage for three months after manufacture
without any discoloration under ordinary temperature and humidity(?), and
meet the requirements given in Table 1. There shall be no serious deteriora-
tion on adhesiveness owing to the degeneration of the components after the
execution.

Note (2) Ordinary temperature and humidity means the standard tem-
*  perature condition of Grade 4 (20 + 15°C) and the standard .
humidity condition of Grade 3 (65 * 20 %) specified in JIS ,

Z 8703.

4,6 Adhesives shall easily be diluted with water, and miscible with other
adhesives such as polyvinyl acetate emulsion, ethylene-polyvinyl acetate
emulsion and acrylic resin emulsion.

4.7 Adhesives shall conform to the requirements given in Table 1 when
tested according to the prescription in 5.

Table 1 .

Applicable
Items Performance subclause of
test method
Adhesive strength kgf/25 mm {N/25 mm} | 0.8{7.85} min. | 5.2
Mildewproof property 7 3 5.3
Release of formaldehyde mg/1 5 max. 5.4
Nonvolatile residue % 18 min. 5.5
Ash % 3 max. 5.6
pH 4 to 8 5.7
o etomely T kgf/25 mm (N/25 mm} | 0.8(7.85} min. 5.8 O

Note (3) Low temperature resistance test shall be applied only to the
adhesives of Type 2.

5. Test

5.1 General Condition of Test Tests shall, unless otherwise specially
stated, be carried out at ordinary temperature and humidity specified in JIS
Z 8703,

5.2 Adhesive Strength (Peeling strength under 180 degrees)

'5.2.1 Material for Test Piece The materials for test piece shall be
the following two kinds:
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