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JAPANESE STANDARDS ASSOCIATION

JAPANESE INDUSTRIAL STANDARD JISs

Vibration and Shock Testing Method A 8101-1978
for Construction Machinery Gauges (Reaffirmed: 1983)

1. Scope

This Japanese Industrial Standard specifies vibration and shock
testing method for construction machinery gauges.

’ Remark: The units and numerical values given in { } in this
standard are in accordance with the International System

of Units (SI), and are appended for reference.

2. Classification of Tests

The classification of tests shall be as follows:

(1) Resonance Test The test to determine resonance frequency of
gauge .

(2) Performance Test in Vibration The test in which performance of
gauges subjected to vibration is tested and compared with the
performance of those not subjected to vibration.

(3) Endurance Test for Vibration The test to examine endurance of
gauges for vibration,

(4) Shock Test The test to examine shock resistance of gauges to
shock ,

3. Order of Tests

Tests shall be executed in the order of resonance test, perform-~
ance test in vibration and endurance test for vibration. However,
resonance test and performance test in vibration may be executed at the
same time. Further, shock test shall be executed on other Specimens.

4, Mounting of Gauges

The gauge shall be mounted on test base with posture near to that
in state at use.

! 5. Actuation of Gauges

The test shall be, if not specially designated, executed in

actuated state of gauge. However, shock test shall be executed in the
state not actuated.
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