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In the event of any doubt arising,

the original Standard in Japanese is to be final authority.
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. JAPANESE INDUSTRIAL STANDARD JIS
Construction Machinery-Minimum Access A 8301-1986
Dimensions
1. Scope
This Japanese Industrial Standard specifies the minimum access di-
a mensions in relation to human body parts (hand, head, body, single arm

and both hands), hereinafter referred to as the "access dimensions".

Remarks 1. The access dimensions are dimensions necessary for
performing works such as inspection, adjustment, and
maintenance without trouble through machinery openings
on construction sites or in plants, and show the standard
dimensions in design work. -

2. This Standard also specifies, beside the dimensions for
‘ general work, somewhat larger dimensions for work when
wearing arctic clothes.

3. The access dimensions are specified based on the measured-
values of human physical dimensions of operators shown in
ISO 3411, and are decided to conform to 95 $ of such
physical dimensions. .

Corresponding International Standards:
ISO 2860 Earth—moving machinery-Minimum access dimensions

. ISO 3411 Earth-moving machinery-Human physical dimensions of
- operators and minimum operator space envelope

Documents

‘ Document Sharing Hub

| Eull Aacnimant daotaile- |IC A 22011928



http://www.avadocuments.com/doc/jis-a-8301-1986
http://www.avadocuments.com/doc/jis-a-8301-1986

