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JAPANESE INDUSTRIAL STANDARD JIS

Construction Machinery—Access Systems A 8302-1986- -

1. Object

This Japanese Industrial Standard has been established as a design
manual of attachments specified in 2. of the construction machinery and
has an intent to prevent accidents and injuries suffered by operators and -
servicemen during getting on and off the construction machine or patrolling

for inspection thereof for the purpose of preparation of operation or the
inspection for maintenance.

2. Scoge

This Standard specifies the criteria for steps, stairs or ladders,
hereinafter referred to as the "ladders", walkway, platform, handrails,
grab handle, guardrail and entrance opening of operating compartment to
provide the safe access of operators and servicemen to the construction
machine, However, the criteria for operator's cabs or floors thereof are
not included.

3. Definitions
For the purpose of this Standard the following definitions apply:
(1) steps  Attachments used for foot placement (see Attached Fig. 1).
(2) ladders Attachments composed of a series of step treads or
furrings arranged at equal intervals, hereinafter referred to as
the "step treads and the like", Step treads and the like for one
foot and for both feet shall be included (see Attached Fig. 2).

(3) walkwa Facilities for a person to move therealong on the
machine,

(4) platform Places for persons to stand thereon for inspection,
maintenance, and preparation of operation.

Applicable Standard:

JIS A 8301-Construction Machinery Minimum Access Dimensions
Corresponding International Standard:

ISO 2867-Earth-moving machinery—Access syétem

ISO 3411-Earth-moving machinery-Human physical dimensions of
operators and minimum operator space envelope
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