JIS

JAPANESE
INDUSTRIAL
STANDARD

Translated and Published by
Japanese Standards Association

JIS A 8330-5:2

(ISO 10263-5 : 1994)

(JCMA/JSA)

Earth-moving machinery—
Operator enclosure environment—
Part 5: Windscreen defrosting
system test method

ICS 53.100
Reference number : JIS A 8330-5 : 2006 (E) Documents
Document Sharing Hub
PROTECTED BY COPYRIGHT 8S

Full document details: JIS A 8330-5-2006


http://avadocuments2026.com/doc/jis-a-8330-5-2006
http://avadocuments2026.com/doc/jis-a-8330-5-2006

A 8330-5:2006 (ISO 10263-5:1994)

Foreword

This translation has been made based on the original Japanese Industrial Standard
established by the Minister of Economy, Trade and Industry through deliberations
at the Japanese Industrial Standards Committee according to the proposal of
establishing a Japanese Industrial Standard from Japan Construction Mechanization
Association (JCMA)/Japanese Standards Association (JSA) with a draft being attached,
based on the provision of Article 12 Clause 1 of the Industrial Standardization
Law.

This Standard has been made based on ISO 10263-5:1994 Earth-moving machinery—
Operator enclosure environment—~Part 5: Windscreen defrosting system test method
for the purpose of making it easier to compare this Standard with International
Standard; to prepare Japanese Industrial Standard conforming with International
Standard; and to propose a draft of an International Standard which is based on
Japanese Industrial Standard.

Attention is drawn to the possibility that some parts of this Standard may conflict
with a patent right, application for a patent after opening to the public, utility
model right or application for registration of utility model after opening to the
public which have technical properties. The relevant Minister and the Japanese
Industrial Standards Committee are not responsible for identifying the patent right,
application for a patent after opening to the public, utility model right or application
for registration of utility model after opening to the public which have the said
technical properties.

JIS A 8330 consists of the following 6 parts under the general title “Earth-moving
machinery—QOperator enclosure environment—":

Part 1: General and definitions

Part 2: Air filter test

Part 3: Operator enclosure pressurization test method

Part 4: Operator enclosure ventilation, heating and/or air conditioning test method
Part 5: Windscreen defrosting system test method

Part 6: Determination of effect of solar heating on operator enclosure

Date of Establishment: 2006-03-25

Date of Public Notice in Official Gazette: 2006-03-27

Investigated by: Japanese Industrial Standards Committee
Standards Board

Technical Committee on Industrial Machinery

JIS A 8330-5:2006, First English edition published in 2007-11

Translated and published by: Japanese Standards Association
4-1-24, Akasaka, Minato-ku, Tokyo, 107-8440 JAPAN

In the event of any doubts arising as to the contents,
the original JIS is to be the final authority.

© JSA 2007

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or
utilized in any form or by any means, electronic or mechanical, including photocopying and
microfilm, without permission in writing from the publisher.
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JAPANESE INDUSTRIAL STANDARD JIS A 8330-5: 2006
(ISO 10263-5:1994)

Earth-moving machinery—
Operator enclosure environment—
Part 5: Windscreen defrosting system
test method

Introduction This Japanese Industrial Standard has been prepared based on the
first edition of ISO 10263-5 Earth-moving machinery—Operator enclosure environ-
ment—Part 5: Windscreen defrosting system test method published in 1994 without
modifying the technical contents.

The portions underlined with dots are the matters not stated in the original
International Standard.

1 Scope This part of JIS A 8330 specifies a test method to determine the perfor-
mance of windscreen defrosting systems of earth-moving machinery, fitted with an
operator enclosure and a device for defrosting the windscreen.

NOTE : The International Standard corresponding to this part of JIS A 8330 is
as follows.

In addition, symbols which denote the degree of correspondence in
the contents between the relevant International Standard and JIS are
IDT (identical), MOD (modified), and NEQ (not equivalent) according to
ISO/IEC Guide 21.

ISO 10263-5:1994 Earth-moving machinery—OQOperator enclosure environ-
ment—Part 5: Windscreen defrosting system test
method (IDT)

2 Normative references The following standards contain provisions which, through
reference in this text, constitute provisions of this Standard. The most recent edi-
tions of the standards (including amendments) indicated below shall be applied.

JIS A 8308 Earth-moving machinery—Basic types—Vocabulary

NOTE : ISO 6165 Earth-moving machinery—Basic types—Vocabulary is iden-
tical with the said standard.

Information : As ISO 6165 is not included as a normative reference in the origi-

JIS A 8318 Earth-moving machinery—=Seat index point (SIP)

NOTE : ISO 5353:1995 Earth-moving machinery, and tractors and machin-
ery for agriculture and forestry—Seat index point is identical with the
said standard.

JIS D 0006-1 Earth-moving machinery—Engines—Part 1: Test code of net power

NOTE : IS0 9249:1997 Earth-moving machinery—Engine test code—Net power
is identical with the said standard.
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