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. JAPANESE INDUSTRIAL STANDARD JIS
Standard Form of Specifications A 8501-1978
of Diesel Pile Hammers (Reaffirmed: 1983)
‘1. Scope

-

This Japanese Industrial Standard specifies the standard form of specifica-
tions of Diesel pile hammers and particulars of entry into specification.

Remark: The units and numerical values given in { }in this standard

are in accordance with the International System of Units (SI),
and are appended for reference.

2. Division
This standard is divided into the form of specification and particulars of

entry into specification.

3. Standard Form of Specification

3.1 The specification shall conform to the form given in Attached Table 1.

3.2 The specification shall indicate the outline of performance and various
particulars of Diesel hammer, and in making entry, a suitable selection of
item may be carried out to suit the object.

In addition the structures of all parts, materials and testing methods shall
be appended, as required.

3.3 The specification shall be appended with the general view or the like,
as required.

4. Particulars of Entry into Specification

. 4.1 Name The name shall be entered in the following order.
Brief name of manufacturer, designation of hammer and model.

4,2 Name of Manufacturer

4.3 Type
N

4,3.1 Type of Driving State the division of single acting type, semi-
compound acting type, compound acting type.

4.3.2 Type of Striker State the division of ram, cylinder, etc.

4.3.3 Fuel Atomization System State the division of impact atomization
system and nozzle spray atomization system. :

. 4,3.4 Cooling System State the division of air cooled type and water

cooled type.
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