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@ JAPANESE INDUSTRIAL STANDARD JIS
Tubular Steel Adjustable Shores A 8651-1985
1. Scope

This Japanese Industrial Standard specifies the tubular steel adjustable
shores used for the timbering (formwork timbering) works.

Remark: The units and numerical values given in { } in this standard
are in accordance with the International System of Units (SI),
and are appended for reference.

2. Classification

The tubular steel adjustable shores shall be classified into Classes 1, 2, 3, 4
and 5 according to the maximum using length specified in Table 2.

3. Names of Each Part

The tubular steel adjustable shores shall consist of waist tube, insertion
tube, adjusting screw, supporting pin, etc. as given in Fig. 1 and shall have
a receiving plate at the upper and a base-plate at the lower and thereof.

Applicable Standards and Reference Standards: See page 9, D t
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(1) Tubular Steel Adjustable
Shores of Outside Screw
Thread Type Structure

- Insertion tube

Supporting pin

Waist tube

Baseplate

Full document details: JIS A 8651-1985

—

Pin hole

Adjusting screw threads o
(external screw threads)

overlap part

Length of

Waist tube part

Fig. 1

\ Receiving plate

Adjusting screw threads
(internal screw threads)

(2) Tubular Steel Adjustable
Shores of Inside Screw
Thread Type Structure

Insertion

tube \

Receiving plate

Pin hole

/Supporting pin

Adjusting screw threads
(external screw threads)

Adjusting screw threads

= )
8
o A
s
§¢
[1::__: ® - °
+
)
2
[+")
Q
Waist tube g
™}
2]
G
=
Baseplate

[ (internal screw threads) '

Documents

Document Sharing Hub



http://www.avadocuments.com/doc/jis-a-8651-1985
http://www.avadocuments.com/doc/jis-a-8651-1985

