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. @ JAPANESE INDUSTRIAL STANDARD JIS

Fabric Sheets for Construction Shelters A 8952-1989

1. Scope

This Japanese Industrial Standard specifies the fabric sheets for construction
shelters, hereinafter referred to as the "sheets", using canvas sheets and mesh
sheets, hereinafter referred to as the "mesh sheets", made of woven and knit cloths
”~ of fibres as the principal materials.

Remark: In this Standard, units and numerical values given in { } are in
accordance with the conventional units, and are Standard values.

2. Classification
The sheets shall be classified as given in the following:

Class 1: Those sheets which are used separately for preventing danger and
. injury due to dropping materials.

Class 2: Those sheets which are used together with wire-nettings for
preventing danger and injury due to dropping materials.

Applicable Standards:
JIS G 3444-Carbon Steel Tubes for General Structural Purposes
JIS G 3554;Hexagonal Wire Netting
JIS G 4051-Carbon Steels for Machine Structural Use
~JIS L 1091-Testing Methods for Flammability of Clothes
JIS L 1096-Testing Methods for Fabrics
JIS S 9021-Eyelets |

. JIS Z 9001-General Rules for Sampling Inspection Procedures
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Remarks 1. The mesh sheets mean those of 12 mm or under in mesh size (see
Fig. 1).

Fig. 1. Mesh of Mesh Sheet

- a, b : dimensions of mesh

~
L

2. The wire-nettings shall be those of which mesh designations are

13 mm or under and wire diameters are 0.9 mm or over specified .
in JIS G 3554, or those having performances equal or superior
to these.

3. Qualities
3.1 Appearance The appearance of the sheets shall be as follows:

(1)  Seams shall be free from skipping stitches and missing stitches, and the
margine to seam shall approximately be uniform.

(2) There shall be no distorsion and disconnection on the fusion deposited
parts.

(3)  There shall be no such harmful defects in use as cut, breakage, distorsion
of shape and unevenness in weaving.

3.2  Performances The performances of the sheets, when tested in
accordance with 6., shall conform to the requirements of Table 1.
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