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JAPANESE INDUSTRIAL STANDARD JIS

Crossties treated with creosote oil A 9104-1992
by pressure processes

1. Scope This Japanese Industrial Standard specifies the crossties which have
been pressure-injected with creosote oil for the purpose of providing with durabil-
ity(h).

Note () Species of woods applicable to this Standard are limited to those
which are distinguishable between sap wood and heart wood in ac-
cordance with Remarks of 6.

Remarks: The following standards are cited in this Standard:

JIS A 9002 Preservative treatments of woods by pressure
processes

JIS K 2439 Creosote oil, prepared tar, tar pitch
JISK 8271 Xylene
JIS Z 9001 General rules for sampling inspection procedures

2. Definitions The definition of the main terms used in this Standard shall be
as follows, in addition to the ones specified in JIS A 9002:

(1) sap side Of the wood surfaces of slash grain or cross grain, the surface
which faces to the direction of outer sphere of a log.

(2) work 0il Creosote oil used for injection treatment work or being in the
course of injection treatment work.

3. Qualities

3.1 Degree of permeation As to the degree of permeation of the injection-treated
crosstie, value obtained in accordance with 6. (2) shall be not less than 80%.

3.2 Concentration of creosote 0oil The concentration of creosote oil at the perme-
ated part of sap wood of crosstie which applied injection treatment shall be equal to
the standard liquid in 6. (3) or more.

4. Materials

4.1 Lumber The lumber shall be in accordance with the specification by the side
of purchaser.

Informative reference: As to the specification of quality of wooden materials,
Japanese Agricultural Standard for crossties
(Notification of the Ministry of Agriculture, Foresty
and Fisheries, No. 539, 1966) is in force.
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