JIS

JAPANESE
INDUSTRIAL
STANDARD

Translated and Published by
Japanese Standards Association

JIS A 9401 =
(JTCCM/JSA)
Recycled plastics medial strip block

ICS 83.140.99

Reference number : JIS A 9401 : 2007 (E) Documents

Document Sharing Hub
PROTECTED BY COPYRIGHT 10S

Full document details: JIS A 9401-2007


http://avadocuments2026.com/doc/jis-a-9401-2007
http://avadocuments2026.com/doc/jis-a-9401-2007

A 9401 : 2007

Date of Establishment: 2007-06-20

Date of Public Notice in Official Gazette: 2007-06-20

Investigated by: Japanese Industrial Standards Committee
Standards Board

Technical Committee on Civil Engineering

JIS A 9401:2007, First English edition published in 2008-01

Translated and published by: Japanese Standards Association
4-1-24, Akasaka, Minato-ku, Tokyo, 107-8440 JAPAN

In the event of any doubts arising as to the contents,
the original JIS is to be the final authority.

© JSA 2008

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or
utilized in any form or by any means, electronic or mechanical, including photocopying and
microfilm, without permission in writing from the publisher.

Printed in Japan
I/AT

ocuments

Document Sharing Hub
PROTECTED BY COPYRIGHT

Full document details: JIS A 9401-2007


http://avadocuments2026.com/doc/jis-a-9401-2007
http://avadocuments2026.com/doc/jis-a-9401-2007

SO® Gl W N R

-3
b =

8.1
8.2
8.3

9.1
9.2
9.3
9.4
9.5
9.6
9.7
9.8
9.9

10
10.1
10.2

11

Contents

Qu_ahty .......................................................................................
APPEATANICE ++ooreevvrrrrririee i
g (0] 4 A2 1) 5 TSR

Dimensions and toleTaniCes «cveeeeevrrerrrriririrerieiriresinrsirerirereenees

IMIALETIAL -veeveereerrerreeresreeeeseeeeiteeseeseeseesesseeseenseseeseseeseeseereeseensenns
Recycled PIASHICS - wrwrrrrrrrerrrerieeiiieeisiseseses s sscses s
SUD-TNALETIALE <+eveereereereerreereereereereereeeeeseaseeseseeseesseeseesesseeseeseenns
Percentage content of recycled plastics - - wereererieueens.

Measurement of Warp «eoeeeeeeeeeerremiin
COMPTESSIVE LESE -wrerrrrrerersrmrererrresieesieciecse s
Cross direction 10ad test -coceceererrrmemimiiiiiiii
Pulling test «ooooeeeemenmmiii
Droppjng 17 Yo
Weather reSiStaANCe LESt «oreererrirrirrerreirreirreereesresreereesesereensenns
Chemical reSiStance St cvrrererrrrrtrrririririiiiiiriiiiiiiiiierrireanees

Inspection B8 =17 a0 Lo NN
Types of inspection and items of inspection ------eeeeeeeeeeeeeeenn.
Criteria for ACCEPLATICE +rvrrrrerrerrreeiei

Marking ......................................................................................

(1)

PROTECTED BY COPYRIGHT

Full document details: JIS A 9401-2007

A 9401 :2007

Documents

Document Sharing Hub


http://avadocuments2026.com/doc/jis-a-9401-2007
http://avadocuments2026.com/doc/jis-a-9401-2007

A 9401 : 2007

Foreword

This translation has been made based on the original Japanese Industrial Standard
established by the Minister of Economy, Trade and Industry, through deliberations at
the Japanese Industrial Standards Committee as the result of proposal for establish-
ment of Japanese Industrial Standard submitted by Japan Testing Center for
Construction Materials (JTCCM)/Japanese Standards Association (JSA) with a draft
being attached, based on the provision of Article 12 Clause 1 of the Industrial
Standardization Law.

This JIS document is protected by the Copyright Law.

Being in conformance with this Standard may come under the use of the patent rights
held by the following entities:

— Name: Toyo Tire and Rubber CO., LTD.

— Address: Edobori 1-17-18, Nisi-ku, Osaka-si, Osaka-hu
— Name: Taibo Co., LTD.

— Address: Horidomenisi 2-2-24, Wakayama-si

The relevant holders of the above-mentioned industrial property rights have indicated
an intention of granting license to anyone under the nondiscriminatory and reasonable
conditions, except to the other holders of the industrial property rights related to
this Standard who will not grant their licenses under the same conditions.

It should be noted that following this Standard does not always refer to granting a
free license.

Attention is drawn to the possibility that some parts of this Standard may conflict
with a patent right, etc. other than mentioned above. The Minister of Economy,
Trade and Industry and the Japanese Industrial Standard Committee are not responsible
for identifying such patent right, etc.

“Patent rights, etc.” as referred to in this forward indicate the patent rights, application
for a patent after opening to the public, utility model right or application for registration
of utility model after opening to the public.
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JAPANESE INDUSTRIAL STANDARD JIS A 9401 : 2007

Recycled plastics medial strip block

1 Scope

This Japanese Industrial Standard specifies the medial strip block used for roads
which is mainly formed with recycled plastics and, where appropriate, with the ad-
dition of sub-materials such as extender, reinforcing materials, additives, etc. (here-
after referred to as “blocks”).

2 Normative references

The following standards contain provisions which, through reference in this text,
constitute provisions of this Standard. The most recent editions of the standards
(including amendments) indicated below shall be applied.

JIS A 1415 Methods of exposure to laboratory light sources for polymeric mate-
rial of buildings

JIS B 0205-4 ISO general purpose metric screw threads—Part 4: Basic dimen-
sions

JIS B 1051 Mechanical properties of fasteners made of carbon steel and alloy steel—
Part 1: Bolts, screws and studs

JIS B 7507 Vernier, dial and digital callipers
JIS B 7512 Steel tape measures

JIS B 7516 Metal rules

JIS B 7534 Carpenter’s squares

JIS C 1602 Thermocouples

JIS K 7114 Plastics—Methods of test for the determination of the effects of im-
mersion in liquid chemicals

JIS L 0804 Grey scale for assessing change in colour

JIS Z 8401 Guide to the rounding of numbers

JIS Z 8703 Standard atmospheric conditions for testing
JIS Z 8704 Temperature measurement—UElectrical methods

JIS Z 9015-0 Sampling procedures for inspection by attributes—Part 0: Introduc-
tion to the JIS Z 9015 attribute sampling system

3 Terms and definitions
For the purposes of this Standard, the following definition applies:

3.1 recycled plastics

the generic term for the thermoplastics conditioned from offcuts or unacceptable
mouldings generated as a result of the previous mouldings and extrusion in the fac-
tory of the manufacturer, that are to be reprocessed within the same factory (recycled
plastics in narrow sense: simple recycle), thermal plastics conditioned from the indus-
trial waste plastics by those other than the first manufacturer (reprocessed plastics:
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combined recycle) and the thermal plastics conditioned from the cleaned and crushed
wastes (reused plastics)

4 Shape

The shape of the block shall be usually a trapezoid of right and left symmetry or
upper and lower symmetry as shown in figure 1. In addition, the fixing bolts used for
fixation on the road surface shall be M24 x 3 as specified in clause 5 of JIS B 0205-4
and their quality be usually at least 4.6 in the strength division as specified in table 2
of JIS B 1051.

Seal cap
Seal cap A 9!
B B
A=
Block

Fixing bolt
B—B

Fixing bolt

Figure 1 Shape of block (example)

5 Symbol
The symbol for the block shall be “RPM” regardless of the shape.

6 Quality

6.1 Appearance
The surface of the block shall be free from defects that are detrimental to service
such as stains, flaws, craze, cracks and chippings.

The colour of the block shall be usually one from the white group. In the case of
attaching a reflecting board for the purpose of visibility, it shall be of a colour se-
lected according to the road surface and location on which the block is to be installed,
based on the agreement between the parties concerned with delivery.

6.2 Performance

The performance of block shall be tested in accordance with clause 9 and the result
shall be in compliance with the requirements in table 1.
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