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A 9402 : 2007

Foreword

This translation has been made based on the original Japanese Industrial Standard
established by the Minister of Economy, Trade and Industry, through deliberations at
the Japanese Industrial Standards Committee as the result of proposal for establish-
ment of Japanese Industrial Standard submitted by Japan Testing Center for
Construction Materials (JTCCM)/Japanese Standards Association (JSA) with a draft
being attached, based on the provision of Article 12 Clause 1 of the Industrial
Standardization Law.

This JIS document is protected by the Copyright Law.

Attention is drawn to the possibility that some parts of this Standard may conflict
with a patent right, application for a patent after opening to the public, utility model
right or application for registration of utility model after opening to the public which
have technical properties. The relevant Minister and the Japanese Industrial Standards
Committee are not responsible for identifying the patent right, application for a patent
after opening to the public, utility model right or application for registration of utility
model after opening to the public which have the said technical properties.
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JAPANESE INDUSTRIAL STANDARD JIS A 9402 : 2007

Recycled plastics buffers for parking

1 Scope

This Japanese Industrial Standard specifies the buffers for parking formed with
the materials which consist mainly of recycled plastics and to which the sub-materials
such as extender, reinforcing materials, additive, etc. are added appropriately (here-
after referred to as “buffers for parking”).

The applicable vehicles are 5 000 kg or under in total vehicle mass.

2 Normative references

The following standards contain provisions which, through reference in this text,
constitute provisions of this Standard. The most recent editions of the standards
(including amendments) indicated below shall be applied.

JIS A 1415 Methods of exposure to laboratory light sources for polymeric mate-
rial of buildings

JIS A 1454 Test methods—Resilient floorcoverings

JIS B 7507 Vernier, dial and digital callipers

JIS B 7512 Steel tape measures

JIS B 7516 Metal rules

JIS B 7534 Carpenter’s squares

JIS C 1602 Thermocouples

JIS L. 0804 Grey scale for assessing change in colour

JIS Z 8401 Guide to the rounding of numbers

JIS Z 8703 Standard atmospheric conditions for testing

JIS Z 8704 Temperature measurement—Electrical methods

JIS Z 9015-0 Sampling procedures for inspection by attributes—Part 0: Introduc-
tion to the JIS Z 9015 attribute sampling system

3 Terms and definitions
For the purposes of this Standard, the following definition applies:

3.1 recycled plastics

the generic term for the thermoplastics conditioned from offcuts or unacceptable
mouldings generated as a result of the previous mouldings and extrusion in the fac-
tory of the manufacturer, that are to be reprocessed within the same factory (recycled
plastics in narrow sense: simple recycle), thermal plastics conditioned from the indus-
trial waste plastics by those other than the first manufacturer (reprocessed plastics:
combined recycle) and the thermal plastics conditioned from the cleaned and crushed
wastes (reused plastics)
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4 Shape

The shape of the buffers for parking shall be generally a trapezoid as shown in
figure 1. The buffers for parking shall be fixed onto the road at two positions or
more.

Shapes other than shown in figure 1, method of installation on the road surface
and the position of the fixing bolt holes shall be in accordance with the agreement
between the interested parties.
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Figure 1 Shape of buffers for parking (example)

5 Symbol
The symbol for the buffers for parking shall be “RPB” regardless of the shape.

6 Quality

6.1 Appearance
The surface of the buffers for parking shall be free from defects that are detri-
mental to service such as stains, flaws, craze, cracks and chippings.

The colour of the buffers for parking and the reflecting board shall be selected by
taking the visibility into consideration and ensuring suitability for the environment
of the parking, in accordance with the agreement between the interested parties.

6.2 Performance

The performance of buffers for parking shall be tested in accordance with the
clause 9 and the result shall be in compliance with the requirements in table 1.
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