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. JAPANESE INDUSTRIAL STANDARD JIS

Drawing Office Practice for Screw Threads B 0002-1982

1. Scope

. This Japanese Industrial Standard provides the methods of representation
on drawings of screw threads and threaded fastners and the expression on
drawing of screw threads.

* The matters other than those not specified in this standard shall comply
) with JIS B 0001,

2, Methods of Representation of Screw Threads and Threaded Fasteners

2,1 Screw threads shall be shown by the simplified drawings as shown in
Figure, as a rule. The root of incomplete thread portions shall be shown by
oblique straight line, and the length of incomplete-thread portion shall he

put if necessary.

. In the simplified drawings of screw threads, the lines showing the roots
and incomplete thread portions shall be fine full lines (broken lines of
intermediate thickness, for invisible parts) as shown in Figure and the line
showing the divisions between the complete-and incomplete-thread portions
shall be thick full lines (broken lines of intermediate thickness, for
invisible parts).

Figure .
External Thread Internal Thread
Imcomplete
Thread Length , thread portion
Complete
L thread
@ ? portion KN f\
. Complete thread iii?;%l:g:tion .
portion \ .
5 “ Complete
3 1 L thread
o — T
I .
w \ ( ' Imcomplete

thread

Complete thread

portion portion
Applicable Standards: _
JIS B 0001-Drawing Practice for Mechanical Engineering
JIS B 0031-Method of Indicating Surface Texture on Drawings
. JIS B 0123-Designation of Screw Threads
Reference Standard:
JIS B 0101-Glossary of Terms Relating to Fasteners
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