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Foreword
This Japanese Industrial Standard has been revised by the Minister of 
Economy, Trade and Industry in accordance with the Industrial Standard-
ization Act. This Amendment partially replaces the previous edition (JIS B 
0031 : 2003), which has been technically revised. 
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JAPANESE INDUSTRIAL STANDARD JIS B 0031 : 2022 
  

PROTECTED BY COPYRIGHT 

Geometrical Product Specifications (GPS) — Indication of 
surface texture in technical product documentation  

(Amendment 1) 
 

Introduction 

This Amendment has been prepared based on ISO 1302 : 2002, Edition 4, with some 
modification of the technical contents. 

JIS B 0031 : 2003 is revised as follows. 

 
Introduction 

In the second paragraph, replace (see TR B 0007) with (see JIS B 0661). 

 

Introduction 

In the last paragraph, replace “In addition, portions with continuous sidelines or dot-
ted underlines are the matters not stated in the original International Standard.” with 
“The vertical lines on both sides and dotted underlines indicate changes from the orig-
inal International Standard. A list of modifications with the explanations is given in 
Annex 2.” 

 

Introduction 

In NOTE, replace “TR B 0007 is identical with ISO/TR 14638 : 1995  Geometrical 
Product Specifications (GPS) — Master plan.” with “JIS B 0661 is identical with ISO 
14638 : 2015  Geometrical Product Specifications (GPS) — Matrix model.” 

 

Clause 1 

In NOTE 2, replace “ISO 1302 : 2002  Geometrical Product Specifications (GPS) — In-
dication of surface texture in technical product documentation (IDT)” with “ISO 1302 : 
2002  Geometrical Product Specifications (GPS) — Indication of surface texture in 
technical product documentation (MOD)”. 

 

Clause 2 

Replace “JIS B 0632  Geometrical Product Specification (GPS) — Surface texture: 
Profile method — Metrological characteristics of phase correct filters” with “JIS B 0634  
Geometrical product specifications (GPS) — Filtration — Linear profile filters: Gauss-
ian filters”, and in NOTE, replace “ISO 11562 : 1996 Geometrical Product Specifica-
tions (GPS) — Surface texture: Profile method — Metrological characteristics of phase 
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