
JIS B 0143 :2013 

(ISO 225 : 2010) 

(JFRI/JSA) 

JAPANESE 
INDUSTRIAL 
STANDARD 

Translated and Published by 

Japanese Standards Association 

Fasteners- Bolts, screws, studs and 
nuts-Symbols and descriptions of 
dimensions 

ICS 21.060.10 

Reference number: JIS B 0143 : 2013 (E) 

PROTECTED BY COPYRIGHT 13 S 

Full document details: JIS B 0143-2013

http://avadocuments2026.com/doc/jis-b-0143-2013
http://avadocuments2026.com/doc/jis-b-0143-2013


B 0143 : 2013 (ISO 225 : 2010) 

Date of Establishment: 1985-11-01 

Date of Revision: 2013-07-22 

Date of Public Notice in Official Gazette: 2013-07-22 

Investigated by: Japanese Industrial Standards Committee 

© JSA 2013 

Standards Board 

Technical Committee on Machine Elements 

JIS B 0143: 2013, First English edition published in 2013-12 

Translated and published by: Japanese Standards Association 
Mita MT Building, 3-13-12, Mita, Minato-ku, Tokyo, 108-0073 JAPAN 

In the event of any doubts arising as to the contents, 
the original JIS is to be the final authority. 

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or 
utilized in any form or by any means, electronic or mechanical, including photocopying and 
microfilm, without permission in writing from the publisher. 

Printed in Japan 
AT 

PROTECTED BY COPYRIGHT 

Full document details: JIS B 0143-2013

http://avadocuments2026.com/doc/jis-b-0143-2013
http://avadocuments2026.com/doc/jis-b-0143-2013


B 0143 : 2013 (ISO 225 : 2010) 

Contents 

Page 

Introduction·········································· ...................................................... ·························1 

1 Scope················································· ...................................................... ··················1 

2 Normative references ...................................................... ·······································1 

3 Bolts, screws and studs ...................................................... ···································2 

3.0A General····················································································································· 2 
3.1 Hexagon head products·························································································· 2 
3.1.1 Hexagon head bolts and screws ........................................................................... 2 
3.1.2 Hexagon head bolts and screws with flange ...................................................... 3 
3.2 Hexagon socket head screws ...................................................... ···························4 
3.2.1 Cylindrical head ...................................................... ················································4 
3.2.2 Countersunk head ...................................................... ············································5 
3.2.3 Button head ............................................................................................................. 5 

3.3 Hexalobular socket head screws···········································································6 
3.3.1 Cylindrical head ...................................................... ················································6 
3.3.2 Cheese head ............................................................................................................. 6 
3.3.3 Pan head ............................................................................................................ ······7 

3.3.4 Raised countersunk head ...................................................... ································7 
3.4 Triple square socket head screws ...................................................... ··················8 
3.4.1 Cylindrical head ...................................................... ················································8 
3.4.2 Cylindrical head with flange ...................................................... ···························9 
3.4.3 Raised countersunk head ...................................................... ································9 
3.5 Cup head square neck bolts ...................................................... ··························10 
3.6 Slotted and cross-recessed head screws ............................................................ 10 
3.7 Studs ............................................................................................................ ···········11 
3.8 Set screws .............................................................................................................. 12 
3.9 Headless screws with shank ............................................................................... 12 

3.10 Ends of parts with external thread (points) ·····················································12 
3.11 Thread rolling (thread forming) screws ...................................................... ······13 
3.12 Thread cutting screws .......................................................................................... 14 

3.13 Tapping screws ...................................................... ···············································14 
3.14 Drilling screws with tapping screw thread ...................................................... 14 

4 Nuts ............................................................................................................ ············17 

4.0A General··············································· ...................................................... ··············17 
4.1 Hexagon nuts ........................................................................................................ 17 
4.2 Prevailing torque type nuts ................................................................................ 17 

4.3 Slotted and castle nuts ...................................................... ··································19 

(i) 

PROTECTED BY COPYRIGHT 

Full document details: JIS B 0143-2013

http://avadocuments2026.com/doc/jis-b-0143-2013
http://avadocuments2026.com/doc/jis-b-0143-2013


B 0143 : 2013 (ISO 225 : 2010) 

Foreword 

This translation has been made based on the original Japanese Industrial Standard 
revised by the Minister of Economy, Trade and Industry through deliberations at the 
Japanese Industrial Standards Committee as the result of proposal for revision of 
Japanese Industrial Standard submitted by The Japan Research Institute for Screw 
Threads and Fasteners (JFRI)/Japanese Standards Association (JSA) with the draft 
being attached, based on the provision of Article 12 Clause 1 of the Industrial 
Standardization Law applicable to the case of revision by the provision of Article 14. 

Consequently, JIS B 0143: 1985 is replaced with this Standard. 

This JIS document is protected by the Copyright Law. 

Attention is drawn to the possibility that some parts of this Standard may conflict with 
patent rights, applications for a patent after opening to the public or utility model rights. 
The relevant Minister and the Japanese Industrial Standards Committee are not 
responsible for identifying any of such patent rights, applications for a patent after 
opening to the public or utility model rights. 
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JAPANESE INDUSTRIAL STANDARD JIS B 0143 : 2013 
(ISO 225 : 2010) 

Fasteners-Bolts, screws, studs and 
nuts-Symbols and descriptions of 

dimensions 

In troduction 

This Japanese Industrial Standard has been prepared based on the third edition 
of ISO 225 published in 2010 without any modifications of the technical contents. 

The portions with dotted underlines are the matters not given in the correspond­
ing International Standard. 

1 Scope 

This Standard defines the symbols and gives descriptions of the dimensions of bolts, 
screws, studs and nuts for use in the appropriate product standards and drawings. 

NOTE 1 The figures of the fasteners in this Standard are given only as examples. 

NOTE 2 The International Standard corresponding to this Standard and the 
symbol of degree of correspondence are as follows: 

ISO 225: 2010 Fasteners-Bolts, screws, studs and nuts-Symbols and 
descriptions of dimensions (IDT) 

The symbols which denote the degree of correspondence in the con­
tents between the relevant International Standard and JIS are IDT 
(identical), MOD (modified), and NEQ (not equivalent) according to ISO/ 
lEe Guide 21-1. 

2 Normative references 

The following standards contain provisions which, through reference in this text, 
constitute provisions of this Standard. The most recent editions of the standards 
(including amendments) indicated below shall be applied. 

JIS B 1003 Fasteners-Ends of parts with external ISO metric thread 

NOTE: Corresponding International Standard: ISO 4753: 1999 Fasteners-Ends 
of parts with external ISO metric thread (IDT) 

JIS B 1006 Fasteners-Thread run-outs for external thread in accordance with ISO 
general purpose metric screw threads 

NOTE: Corresponding International Standard: ISO 3508: 1976 Thread run-outs 
for fasteners with thread in accordance with ISO 261 and ISO 262 (MOD) 

JIS B 1012 Cross recesses for screws 

NOTE: Corresponding International Standard: ISO 4757: 1983 Cross recesses 
for screws (MOD) 

JIS B 1018 Fasteners-Thread undercuts for external metric ISO threads 

NOTE: Corresponding International Standard: ISO 4755: 1983 Fasteners­
Thread undercuts for external metric ISO threads (IDT) 
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3 Bolts, screws and studs 

3.0A General 

For thread run-out, see JIS B 1006. 

~)g~!~~ __ ~_~? __ ~~_~~~~_~~~!l?:~~~~_t!?-__ ~_~t~~ __ ~~!??-_l??_~~ __ ?r~~_~~~~t~~_~_~_~~_~J?E~t~~_f?_~_J?_?~_~~~ 
~~~_~_~_~ __ ~~~ __ ~_~:t:l_~~_. ____ ~!?-__ ~~_~_~~!_?_~~ __ ~~~~_~ __ ~ __ ~?_?_~_~ __ ~?_~ __ ~~~tz_I?:~Y~~ __ ?r~_~~~!?-_~!_?_~~_~~_~~~~~_,_ 
screws and studs. 

3.1 Hexagon head products 

3.1.1 Hexagon head bolts and screws 

Unit: mm 

a 

k (b) 

y 

5 

x x 
01 01 

x 

~ 

~1 
I---- n - 1:5' -6 

~ .-

J 
r--- -

(J) 

--a -6 --a 
([) 

a) Full shank b) Reduced shank 

Figure 1 
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Unit: mm 
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c) Full shank with conical transition d) Reduced shank with conical transition 
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Figure 1 (concluded) 

3.1.2 Hexagon head bolts and screws with flange 

Unit: mm 
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Figure 2 
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3.2 Hexagon socket head screws 

3.2.1 Cylindrical head 

Unit: mm 
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Figure 3 
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