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JAPANESE INDUSTRIAL STANDARD JIS

Parallel Pipe Threads B 0202-1982

1. Scope

This Japanese Industrial Standard specifies parallel pipe threads(l)

and is applicable to the threads(?) used mainly for mechanical connection
to joint the pipes, pipe fittings, fluid machinery, etc.

The parallel internal pipe thread of Class B of PF 1/8 to PF 6 in thread
designation and the parallel pipe thread of PF 7 to PF 12 in thread designation

shall be as specified in Appendix.
Notes (1) To be pronounced "kudayo" in Japanese.

(2) Not to be applied to the screw threads for conduit tubes
and other special products.

Remarks 1. The pipe threads specified in the text of this standard
accord with the pipe threads specified in ISO 228/1.

The pipe threads specified in Appendix are not
comprehended in IS0 228/1.

2, The pipe threads where pressure-tight joints are made
on the threads .shall comply with JIS B 0203,

2. Classification and Classes

The parallel pipe threads are classified into the parallel external
pipe threads and parallel internal pipe threads(3), and the parallel
external pipe threads are subdivided into Classes A and B depending on
the tolerance on the pitch diameter.

Note (3) The parallel internal pipe threads are to be used for
the parallel external pipe threads, and differ in tolerance

from the parallel internal pipe threads specified in
JIS B 0203.

3, Basic Profile, Basic Dimensions and Tolerances

The basic profile and basic dimensions of parallel pipe threads shall
comply with Attached Table 1 and the tolerances with Attached Table 2.

Applicable Standards and Reference Standard: See page 2.
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