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B 1004 - 2009

Foreword

This translation has been made based on the original Japanese Indus-
trial Standard revised by the Minister of Economy, Trade and Indus-
try, through deliberations at the Japanese Industrial Standards Com-
mittee as the result of proposal of revision of Japanese Industrial Stan-
dard submitted by the Japan Research Institute for Screw Threads and
Fasteners (JFRI)/Japanese Standards Association (JSA) with the draft
being attached, based on the provision of Article 12 Clause 1 of the In-
dustrial Standardization Law applicable to the case of revision by the
provision of Article 14.

Consequently JIS B 1004:1975 is replaced with this Standard.
This JIS document is protected by the Copyright Law.

Attention is drawn to the possibility that some parts of this Standard
may conflict with a patent right, application for a patent after opening
to the public, utility model right or application for registration of utility
model after opening to the public which have technical properties. The
relevant Minister and the Japanese Industrial Standards Committee
are not responsible for identifying the patent right, application for a
patent after opening to the public, utility model right or application for
registration of utility model after opening to the public which have the
said technical properties.

(ii) Documents
PROTECTED BY COPYRIGHT Document Sharing Hub

Full document details: JIS B 1004-2009


http://www.avadocuments.com/doc/jis-b-1004-2009
http://www.avadocuments.com/doc/jis-b-1004-2009

JAPANESE INDUSTRIAL STANDARD JIS B 1004 : 2009

Hole sizes before threading

1 Scope

This Japanese Industrial Standard specifies the diameters of holes before threading
ISO general purpose metric screw threads specified in JIS B 0205-2 by machining or
before working similar to this (hereafter referred to as “hole sizes before threading”).

2 Normative references

The following standards contain provisions which, through reference in this text,
constitute provisions of this Standard. The most recent editions of the standards (in-
cluding amendments) indicated below shall be applied.

JIS B 0205-2 1ISO general purpose metric screw threads — Part 2 General plan

JIS B 0209-3 1SO general purpose metric screw threads — Tolerances — Part 3 :
Deviations for constructional screw threads

3 Series of hole sizes before threading

The hole sizes before threading are classified into 8 series according to the percent-
age of thread engagement, as shown in table 1.

Table 1 Series of hole sizes before threading

Percentage of thread
engagement (%)
Series of hole sizes
before threading
The percentage of thread engagement shall be calculated as follows:

100 | 95 90 85 80 75 70 65

100 | 95 90 85 80 75 70 65

p = d=Du
2xH,
where, Pt : percentage of thread engagement (%)
d :nominal size of screw thread (mm)
Dis * hole size before threading (mm)
H1 : basic thread overlap (mm)

x 100

4 Hole sizes before threading
The hole sizes before threading shall be as shown in table 2 and table 3.

The hole size before threading shall be calculated as follows.
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