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UDC 621.882.1
JAPANESE INDUSTRIAL STANDARD JIS

Thread Run-Outs and Thread Undercuts for B 1006-1985
External Threaded Fasteners

1. Scope

This Japanese Industrial Standard specifies the length of thread run-outs
and the form and dimensions of thread undercut shanks applied to the threaded
portion of generally used fasteners with external thread.

Remark: The length of the thread run-out specified in this standard

is in accordance with ISO 3508-1976, and the form and dimensions
of the thread undercut shank is in accordance with ISO 4755-1983.

2. Length of Thread Run-Out

The length of the thread run-out corresponding to pitch of the thread
shall be as given in Attached Table 1.

3. Thread Undercut Shank

The form and dimensions of the thread undercut shank shall be as given
in Attached Table 2. :

Applicable Standards:

JIS B 0207-Metric Fine Screw Threads

JIS B 0401-System of Limits and Fits

JIS B 1021-Tolerance System for Threaded Fasteners
Corresponding International Standards:

ISO 3508-1976 Thread run-outs for fasteners with thread in accordance
with ISO 261 and ISO 262

1SO 4755-1983 Fasteners-Thread undercuts for external metric
ISO threads

Reference Standard:

Jis B 0143-Symbols”and Designations of Dimensions for Threaded Fastners
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