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B 1022 : 2008 (ISO 4759-3 : 2000)

Foreword

This translation has been made based on the original Japanese Industrial Standard
revised by the Minister of Economy, Trade and Industry through deliberations at the
Japanese Industrial Standards Committee as the result of proposal for revision of
Japanese Industrial Standard submitted by the Japan Research Institute for Screw
Threads and Fasteners (JFRI)/Japanese Standards Association (JSA) with the draft
being attached, based on the provision of Article 12 Clause 1 of the Industrial Standard-
ization Law applicable to the case of revision by the provision of Article 14.

Consequently JIS B 1022:1999 is replaced with this Standard.
This JIS document is protected by the Copyright Law.

Attention is drawn to the possibility that some parts of this Standard may conflict
with a patent right, application for a patent after opening to the public, utility model
right or application for registration of utility model after opening to the public which
have technical properties. The relevant Minister and the Japanese Industrial Standards
Committee are not responsible for identifying the patent right, application for a patent
after opening to the public, utility model right or application for registration of utility
model after opening to the public which have the said technical properties.
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JAPANESE INDUSTRIAL STANDARD JIS B 1022 : 2008
(ISO 4759-3 : 2000)

Tolerances for fasteners—Part 3: Plain
washers for bolts, screws and nuts—
Product grades A and C

Introduction
This Japanese Industrial Standard has been prepared based on the third edition
of ISO 4759-3 published in 2000 without modifying the technical contents.

Annex JA (informative) is the matter not stated in the original International Stan-
dard.

1 Scope

This Standard establishes a selection of tolerances for punched plain washers of
product grades A and C, for use with bolts, screws and nuts of nominal thread diam-
eters of from 1 mm to 150 mm inclusive.

The tolerances for plain washers shall be selected from ISO system of limits and
fits specified in JIS B 0401-1 and JIS B 0401-2 (see Annex A). It is recommended
that these tolerances also be used for non-standard washers.

NOTE 1 This Standard describes the tolerances for plain washers and does not
purport to address the conformity assessment.

NOTE 2 The product grade refers to the quality of the product and to the size of
the tolerances.

NOTE 3 The measuring method of characteristic value is shown in Annex JA as
reference.

NOTE 4 The International Standard corresponding to this Standard is as fol-
lows.

ISO 4759-3:2000 Tolerances for fasteners—Part 3: Plain washers for
bolts, screws and nuts—Product grades A and C (IDT)

In addition, symbols which denote the degree of correspondence in
the contents between the relevant International Standard and JIS are
IDT (identical), MOD (modified), and NEQ (not equivalent) according
to ISO/TEC Guide 21.

2 Normative references

The following standards contain provisions which, through reference in this text,
constitute provisions of this Standard. The most recent editions of the standards
(including amendments) indicated below shall be applied.

JIS B 0021 Geometrical product specifications (GPS)—Geometrical tolerancing—
Tolerancing of form, orientation, location and run-out

NOTE : Corresponding International Standard: ISO/DIS 1101:1996 Geometrical
product specifications (GPS)—Geometrical tolerancing—Tolerancing of
form, orientation, location and run-out (IDT)
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