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JAPANESE INDUSTRIAL STANDARD
JIS B 1163-1995
Square nuts
» February, 1997
ERRATA

Page 2
Clause 8

In line 2, replace "bolts" by "nuts", so that reads as follows :

like is required on the nuts, it shall be designated by the purchaser.

Remarks:This errata is for correcting the 1st edition of this Standard.
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In the event of any doubt arising,
the original Standard in Japanese is to be final authority

Errata for JIS (English edition) are printed in Standardization Journal, published monthly
by the Japanese Standards Association.

Errata will be provided upon request, please contact:
Business Department,

Japanese Standards Association

4-1-24, Akasaka, Minato-ku,

Tokyo, JAPAN 107

TEL. 03-3583-8002

FAX. 03-3583-0462

Errata are also provided to subscribers of JIS (English editior) in Monthly Information.
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Unc 621.882.3
JAPANESE INDUSTRIAL STANDARD JIS
Square nuts B 1163-1995
1. Scope This Japanese Industrial Standard specifies the steel square
nuts for general use (hereafter referred to as "nuts”). However, the
square nuts to be used for wood working are excluded.
The strength classes 4T to 6T of the mechanical properties specified
in this Standard are to be abolished in the future, and the mechanical

properties in the text of JIS B 1052 are to be introduced.

Remarks: The standards cited in this Standard are given in the
following:

| JIS B 0101 Screw threads and fasteners — Vocabulary
} JIS B 0205 Metric coarse screw threads
! JIS B 0207 Metric fine screw threads

JIS B 0209 Limits of sizes and tolerances for metric coarse
screw threads

JIS B 0601 Surface roughness — Definitions and designation

JIS B 1042 TFasteners — Surface discontinuities - Part 2:
Nuts with threads M5 to M39

JIS B 1044 Threaded components - Electroplated coatings
JIS B 1052 Mechanical properties of steel nuts

JIS B 1071 Method of verification for size and geometry of
threaded fasteners

JIS B 1091 Fasteners - Acceptance inspection

2, Definitions For the purposes of this Standard, the definitions given
in JIS B 0101 apply.

3. Mechanical properties The mechanical properties of the nuts shall be
in accordance with the strength classes 4T, 5T and 6T of mechanical proper-
ties specified in the Annex to JIS B 1052,

4, Shape and dimensions The shape and dimensions of the nuts shall be in
accordance with Attached Table 1.

5. Screw threads The screw threads of the nuts shall be the metric
coarse screw threads in the text of JIS B 0205, and the tolerance class
shall be 6H or 7H of the text in JIS B 0209, However, unless otherwise
particularly specified, it shall be as 6H.
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