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In the event of any doubt arising, .
the original Standard in Japanese is to be final authority

Errata for JIS (English edition) are printed in Standardization Journal, published monthly
by the Japanese Standards Association.

Errata will be provided upon request, please contact: -
Business Department,
Japanese Standards Association
4-1-24, Akasaka, Minato-ku,
Tokyo, JAPAN 107
- TEL. 03-3583-8002
FAX. 03-3583-0462

Errata are also provided to subscribers of JIS (English edition) in Monthly Information.
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UDC 621.882.33
JAPANESE INDUSTRIAL STANDARD JIS
T-Slot nuts B 1167-1994

1. Scope This Japanese Industrial Standard specifies the steel T-slot nuts

(hereafter referred to as "nuts") to be used in engagement with T-slots (JIS B
0952).

Remarks: The following standards are cited in this Standard:
x JIS B 0205 Metric coarse screw threads

JIS B 0209 Limits of sizes and tolerances for metric coarse
screw threads

JIS B 0601 Surface roughness — Definitions and designation

JIS B 0952 T slots

JIS B 1042 Fasteners — Surface discontinuities — Part 2: Nuts
with threads M5 to M39

JIS B 1052 Mechanical properties of steel nuts

JIS B 1071 Method of verification for size and geometry of
threaded fasteners

2. Grades  The grades of nuts are classified into two grades of 6T and 8T
according to the strength division in mechanical properties specified in 3. However,

the grades for the nuts of designation of screw threads M42 or over are not
specified.

3. Mechanical properties The mechanical properties of the nuts shall comply
with the following:

(1)  The mechanical properties of the nuts of designation of screw threads M36
or under shall be in accordance with the strength divisions 6T and 8T of
mechanical properties specified in Annex (mechanical properties of steel
nuts of strength divisions 4T to 12T) of JIS B 1052. However, these strength
divisions shall not be applied to those which are required of weldability,
corrosion resistance, thermal resistance at 300°C or higher (250°C or higher
for free cutting steel) and cold resistance at —50°C or lower.

(2)  The mechanical properties of the nuts of designation of screw threads M42
or over shall be subject to agreement between the parties concerned.

4. Shapes and dimensions The shapes and dimensions of the nuts shall
comply with Attached Table 1.

5. Screw threads The screw threads of the nuts shall be the metric coarse
screw thread specified in the text of JIS B 0205 and the grade shall be 6H of the
text of JIS B 0209. However, the Class 2 specified in Annex 1 (permissible limit

dimensions and tolerances for classes 1, 2 and 3 of M1 to M68) of JIS B 0209 may
be used for the present.

6.  Surface conditions The appearance of the nuts shall be such that the whole
surface roughness is 25 umR, specified in JIS B 0601, the edges are bevelled to
approximately 0.1 mm and the surfaces are free from quenching cracks and
surface defects of flaws, fins, burrs, etec. which are harmful in use.
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