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UDC 621.882.31
. JAPANESE INDUSTRIAL STANDARD' JIS
Hexagon Nuts with Flange » B 1190-1987
1. Scope

This Japanese Industrial Standard specifies the steel hexagon nuts with flange
for general purpose, hereinafter referred to as the "nuts".

2. Grades

The nuts shall be classified into four grades of 4 T, 6 T, 8 T and 10 T
according to the classes of mechanical property specified in 3.

3. Mechranical Properties

‘The mechanical properties of the nuts shall comply with the property classes,
4T,6T, 8T and 10 T specified in Appendix to JIS B 1052. These property
¢ classes, however, do not apply to the nuts, which require the weldability, corro-
. sion resistance, heat resistance at temperature of 300°C or above and cold resistance
at -50°C or below.

The property class other than those glven above when required, shall be in
accordance with JIS B 1052.

4, Shape and Dimensions

The shape and dimensions of the nuts shall be as specified in Attached Table.

5. Screw Threads

The screw threads of the nuts shall be as given in Table 1-1 and their pltches
as given in table 1-2,

| ‘ Applicable Standards:
JIS B 0101-Glossary of Terms Relating to Fasteners

JIS B 0205-Metric Coarse Screw Threads

. JIS B 0207-Metric Fine Screw Threads
« JIS B 0209-Limits of Sizes and Tolerances for Metric Coarse Screw Threads
¢ JIS B 0211-Limits of Sizes and Tolerances for Metric Fine Screw Threads
JIS B 0601-Definitions and Designation of Surface Roughness
JIS B 1052-Mechanical Properties of Steel Nuts
JIS B

1071-Method of Verification for Size and Geometry of Threaded
Fasteners ,
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