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JAPANESE INDUSTRIAL STANDARD JIs
Spring lock washers B 1251-1995
1. Scope This Japanese Industrial Standard specifies the spring lock

washers made of steel, stainless steel and phosphor bronze (hereafter,
referred to as "washers”.) used for the bolts, screws(!) and the like for

general use.

Note (') The bolts and screws for general use mean those specified in
JIS B 1180, JIS B 1101, JIS B 1111 and the similar to them.
However, bolts of "regular™ in the degree of finish
specified in JIS B 1180 are excluded.

Remarks 1. The standards cited in this Standard are given in the

following:
JIS B 1101
JIS B 1111
‘JIS B 1180
JIS G 3506
JIS G 4308

JIS H 3270

JIS Z 2244

JIS Z 2245

JIS Z 2251

Slotted head machine screws

Cross recessed head screws

Hexagon head bolts and hexagon head screws
High carbon steel wire rods

Stainless steel wire rods

Copper beryllium alloy, phosphor bronze and
nickel silver rods, bars and wires

Method of Vickers hardness test

Method of Rockwell and.Rockwell superficial
hardness test

Method of Knoop hardness test

2. The units and numerical values given in{ } in this Stan-
dard are in accordance with the traditional units, and are
appended for informative reference.

2. Classification The washers shall be classified into two types as shown
in Table 1 according to cross-sectional dimensions.

Table 1
. Type Material of washer Use
No. 2 Hard steel, stainless steel, phosphor bronze | General use

No. 3 Hard steel
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