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UDC 621.882.449

JAPANESE INDUSTRIAL STANDARD JISs
Confcal spring washers B 1252-1995
l. Scope This Japanese Industrial Standard specifies conical spring
washers (hereafter, referred to as "w?shers".) used for the bolts, screws,
nuts, hexagon socket head cap screws( ), etec. for general purposes.
Note (') The bolts, screws, nuts and hexagon socket head cap screws
of general purposes mean those specified in JIS B 1180,
JIs B 1181, JIS B 1101, JIS B 1111 and JIS B 1176 and the
similar to them.

Remarks 1. The standards cited in this Standard are given in the
following:

JIS B 1001 Diameter of clearance holes and counterbores
for bolts and screws

JIS B 1101. Slotted head machine screws

JIS B 1111 Cross recessed head screws

JIS B 1176 Hexagon socket head cap screws

JIS B 1180 Hexagon head bolts and hexagon head screws
JIS B 1181 Hexagon nuts and hexagon thin nuts

JIS G 3311 Cold rolled special steel strip

JIS Z 2245 Method of Rockwell and Rockwell superficial
hardness test

2, The units and numerical values given in{ } in this
Standard are in accordance with the traditional units, and
are appended for informative reference.

2. Classification The washers shall be classified as given in the
following Table 1.

Table 1
Type Symbol Applicable thread parts
Class 1| Light load 1L Bolts, screws and nuts for general purposes
Heavy load 1H
Class 2| Light load 2 L Hexagon socket heat cap screws
Heavy load 2 H
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