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‘ @ JAPANESE INDUSTRIAL STANDARD JIS

Toothed Lock Washers B 1255-1977

1. Scope o -

This Japanese Industrial Standard specifies the toothed lock washers,
hereinafter referred to as the "washers", to be used for bolts, machine screws(!),
etc. for ordinary use.

Note (1) The bolts, machine screws, etc. for ordinary use shall mean
those specified in JIS B 1180, JIS B 1101 and JIS B 1111, or
those similar to them.

2. Classification

The washers shall be classified into four types shown in Table 1 according

, ~ to shape.
‘ ' Table 1
Type Symbol : Remark
Internal tooth type , A
: Attached Table 1
External tooth type B
Countersunk external tooth c Attached Table 2
type :
Internal-external tooth type AB ~Attached Table 3

3. Hardness
The hardness number of the washers shall be HRC 40 to 50 for those of
' steel and HR B 85 or more for those of phosphor bronze, when tested in
accordance with 10.1. .

There shall be found no remarkable decarburization in the steel washer.

Applicable Standards:

. JIS B 1101-Slotted Head Machine Screws
JIS B 1111-Cross-Recessed Head Machine Screws
JIS B 1180-Hexagon Head Bolts
JIS G 3311-Cold Rolled Special Steel Strip
JIS H 3110-Phosphor Bronze and Nickel Silver Sheets, Plates and Strips
JIS Z 2245-Method of Rockwell Hardness Test : >
. Reference Standard: _ 7
' JSMA No. 6 (1976) Spring Steel Strips
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