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UDC 621.886.1:669.14.018.8
JAPANESE INDUSTRIAL STANDARD - JISs

' Dowel pins (Parallel pins, hardened) B 1355-1990

1. Scope

This Japanese Industrial Standard spec1f1es steel dOWel pins used mainly
for positioning hereafter referred to as pins.

Remark: Pins specified in this Standard, excluding the parts rapplied
with double underlines ( = ), are in accordance with
ISO 8734~ 1987 :

2, Classificatlon

Pins shall be divided according to heat treatment into two classes of
Table 1.

Table 1
Classification Heat treatment Remark
Class A Pins applied with quenching Pins according to type A
and tempering. _ of ISO 8734.
'Clasc B Pins app'lied with carburizing | Pins according to type B
' quenching and tempering of ISO 8734.

3. Hardness

- . The hardness of pins shall be in accordance with Table 2,

Table 2
Classification : Hardness
Class A HV 550 to 650 or HRC 53 to 58
Surface hardness HV 600 to 700
Class B "] Depth-of hardened layer hardness at 0.25 to 0.4 mm:
, . HV 550 min.

Remark: ~ HV in the column of hardness indicates Vickers hardness
and HRC indicates Rockwell hardness of scale .C.

Applicable Standards and Corresponding International Standard: See pége .
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