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UDC 621.886.1:621.882.083:669.14.018.8
. JAPANESE INDUSTRIAL STANDARD JIS

Parallel Pins with Internal Thread B 1359-1990

1. Scope

This Japanese Industrial Standard specifies parallel pins with internal
thread made of steel used generally hereafter referred to as pins.

Remark: Pins specified in this Standard, excluding the part applied
with double underlines (==), are in accordance with
ISO 8733-1986 and ISO 8735-1987.

2. Classification

. Pins shall be divided according to heat treatment into three classes
given in Table 1.

‘ Table 1

Classification Heat treatment Remark
Class 1 Not applied. Pins according to ISO 8733,
Class 2 A Applied with quenching Pins according to type A
) and tempering of ISO 8735.
Class 2 B Applied with carburizing Pins according to type B
quenching and tempering of ISO 8735.

3. Hardness

The hardness of pins shall be in accordance with Table 2.

Table 2
. Classification Hardness
Class 1 HV 125 to 245 or HRB 70 to HRC 21
Class 2 A HV 550 to 650 or HRC 53 to 58
Class 2 B Surface hardness: HV 600 to 700
Hardness at hardened-layer depth of
0.25 to 0.4 mm: HV 550 min.

Remark: HV in column of hardness indicates Vickers
hardness, and HRB and HRC indicate
Rockwell hardness of scale B and scale C.

Applicable Standards and Corresponding International Standards: See page 8.
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4, Shape and Dimensions

Shapes and dimensions of pins shall be in accordance with Attached Table.

9. Threads

Threads of pins shall be metric coarse screw threads of body of JIS
B 0205, and the grade, 6 H of body of JIS B 0209. However, grade 2 of
Annex 1 of JIS B 0209 may be used for a while.

6. Appearance

The appearance of pin shall be 0.8 a of JIS B 0601 in surface roughness
of cylindrical part and, free from defects such as quenching cracks, burrs,
harmful flaws to use, percussion traces, rusts, etc.

7. Materials
Materials of pins shall be in accordance with Table 3. However, depending ‘

upon agreement between the parties concerned with delivery, materials other
than those of Table 3 may be used.

Table 3
Material
Classification
Chemical components(?*) Type of steel
SUM 22 to SUM 24 L of JIS
G 4804,
Class 1 — SGD 41-D of JIS G 3123 or
S 43 C(2) to S 45 C(2) of
JIS G 4051
C 0.9 1to 1.1
Si 0,15 to 0.35 .
Class 2 A Ma 0.25t0 0.4 SUJ 2 of JIS G 4805
P 0.03 max.
S 0.025 max.
Cr 1.35to 1.65
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