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UDC 621.838.3
JAPANESE INDUSTRIAL STANDARD JIS
Electromagnetic multiple disc B 1403-1995

clutches (Wet type)

1. Scope This Japanese Industrial Standard specifies the electromagnetic
multiple disc clutches which are used in wet type and activated by excitation (1)

among those used for power transmission of machines (hereafter referred to as
v "clutches").

Note (!) The excitation activation means that the clutch is connected when
the coil is excited.

Remarks 1. The following standard is cited in this Standard:
JIS K 2213 Turbine oils

2. The units and numerical values given in { } in this Standard
are in accordance with the traditional unit system and are
appended for informative reference.

2. Definitions For the purposes of this Standard, the following definitions
apply:

(1)  static friction torque ~ The maximum torque capable of being transmitted
from driving side to driven side when the clutch has been completely
connected.

(2)  dynamic friction torque  The torque capable of being transmitted from
driving side to driven side under a state of sliding at a certain relative
| speed when the clutch is connected.

(3) drag torque The torque transmitted from driving side to driven side when
the clutch is idling.

3. Types and symbols The clutches shall be classified as given in Table 1
according to the types of coils and combination of clutches.

Table 1. Types and symbols

Type Symbol
) Single system RS
Rotary coil type
Duplex system RD
. Single system SS
Static coil type
Duplex system SD

Remarks: The single and duplex systems indicate the
system by the combination of clutches as shown
in Fig. 1.
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