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. : @ JAPANESE INDUSTRIAL STANDARD JIS

Rigid flanged shaft couplings B 1451-1991

1. Scope

This Japanese Industrial Standard specifies the rigid flanged shaft
couplings (hereafter referred to as the couplings) to be used for general
machinery.

Remarks: Applicable standards to this Standard are shown in the
following:

JIS B 0209-Limits of Sizes and Tolerances for Metric Coarse
Screw Threads
JIS B 0401-System of Limits and Fits

JIS B 0405-General Tolerances - Part 1: Tolerances for Linear
‘ and Angular Dimensions without Individual
Tolerance Indications (ISO 2768-1: 1989)

JIS B 0903-Cylindrical Shaft Ends

JIS B 1002-Dimensions of Widths Across Flats

JIS B 1003-Ends of Parts with External Metric Screw Thread
JIS B 1181-Hexagon Nuts and Hexagon Thin Nuts

JIS B 1251-Spring Lock Washers

JIS B 1301-Sunk Keys and Their Corresponding Keyways
JIS B 7503-Dial Gauges Reading in 0.01 mm
JIS G 3101-Rolled Steel for General Structure
JIS G 3201-Carbon Steel Forgings for General Use
JIS G 3506-High Carbon Steel Wire Rods
JIS G 4051-Carbon Steels for Machine Structural Use
G 5101-Carbon Steel Castings

. JIS

JIS G 5501-Grey Iron Castings
2. Quality

2.1 The coupling bodies shall be free from defects such as injurious blow-
holes, flaws, cracks, and so on.

. Furthermore, the bolts, nuts, and spring washers shall be free from
flaws, cracks, and so on.

2.2 The tolerance for deviation of the outside diameter of flange to the
center of shaft hole, and for deviation of the coupling face near the periphery
of the flange shall be 0.03 mm.

2.3 When two flanges are fitted together, the permissible value for deviation
of one shaft hole to the center of another shaft hole shall be 0.05 mm.

2.4 A matchmark shall be stamped on the periphery of flange to indicate
’ the mating position.
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