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ERRATA
Page Position Wrong Correct
3 Attached Table 1 D,smax Dysmin

to 6 Dimensions

Remarks: This errata is for correcting the first edition of this Standard.
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In the event of any doubt arising,

the original Standard in Japanese is to be final authority.
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. @ JAPANESE INDUSTRIAL STANDARD JIS
Rolling bearings—Thrust ball bearings with B 1532-1993

flat back faces

1.  Scope This Japanese Industrial Standard specifies the thrust ball bear-
ings with flat back faces (hereafter, referred to as “bearings”).

Remarks: The standards cited in this Standard are as follows:

JIS B 0104 Rolling barings—Vocabulary

JIS B 1511 Rolling bearings—General code

JIS B 1512 Boundary dimensions for rolling bearings

JIS B 1513 Designation for rolling bearings

JIS B 1514 Tolerances for rolling bearings

JIS B 1515 Measuring methods for rolling bearings
. JIS B 1516 Marking on rolling bearings and packages

JIS B 1517 Packaging of rolling bearings

2. Definitions For the main terms used in this Standard, the definitions in
JIS B 0104 apply.

3.  Quantity symbols The main quantity symbols used in this Standard shall
be in accordance with the following:

d : nominal bore diameter of shaft washer
dx : nominal outside diameter of shaft washer
dismax : largest permissible single outside diameter of shaft washer

ds : nominal bore diameter of central washer

ds : nominal outside diameter of central washer

damex : largest permissible single outside diameter of central washer
‘ D : nominal outside diameter of housing washer

D, : nominal bore diameter of housing washer

Disnin © smallest permissible single bore diameter of housing washer

T : nominal bearing height of single direction bearing

T, : nominal bearing height of double direction bearing

T: : height from housing washer to central washer

B : width of central washer

r : chamfer dimension of shaft washer and housing washer
r : chamfer dimension of central washer

remin : Smallest permissible single chamfer dimension of shaft washer and
housing washer

rimin : smallest permissible single chamfer dimension of central washer
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