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JAPANESE INDUSTRIAL STANDARD JIS

Basic Dimensions of Aluminium Alloy Pipe Flanges B 2241-1986

1. Scoge

This Japanese Industrial Standard specifies the basic dimensions of aluminium
alloy pipe flanges, hereinafter referred to as the "flanges", of 5 k, 10 k and
16 k in nominal pressure to connect pipes, valves, etc. used for piping system
of liquid, air, gas, ete.

2. Classification

The flanges shall be classified into 5 K, 10 K and 16 K according to the
nominal pressure.

3. Materials

The basic materials for specifications of basic dimensions of flanges shall
be as given in Table.

Table
Standard Alloy No. | Quality division
JIS H 400
0 5083 o
JIS H 4040 H 112
JIS H 4100 _
6061 T 6
JIS H 4140

4. Service Temperature Range

| The service temperature of flanges shall be from - 268 °C up to 65 °C.

5. Relation between Fluid Condition and Maximum Service Pressure

The relation between the fluid condition and the maximum service pressure
shall be the value of steel of Attached Table of JIS B 2201 multiplied by 0.7.

6. Basic Dimensions

The basic dimensions of flanges shall be in accordance with Attached Tables
1to 3.

Further, the tolerances shall be in accordance with JIS B 2203.

Applicable Standards: See page 7,
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