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JAPANESE INDUSTRIAL STANDARD JIS

Vacuum Flanges B 2290-1968
(Reaffirmed: 1974)

1, Scope

This standard specifies welded, cast and forged flanges, hereinafter referred
to as the "flange', to be used in the joint of pipes, pumps and valves of a vacuum
apparatus,

This standard applies ordinarily in case that the interior of pipes and contain-
ers of the system is in vacuum, :

2. Kind of Flanges and Materials

The kind of flanges and materials shall be as specified by Table 1,

Table 1

Kind of flanges Materials

The material of this flange shall be the one

specified by SS 41 of JIS G 3101 or any other
Welded flange material as strong as or stronger than that and
fit for welding,

The material of this flange shall be the one
Cast flange specified by FC 15 of JIS G 5501 or any other
cagt material as strong as or stronger than that,

The material of this flange shall be the one
Forged flange specified by S 20 C of JIS G 4051 or any other
forged material as strong as or stronger than that,

3. Types

The types of flanges shall be classified in conformity with Table 2 according
to the form of the face of the joint,

Reference Standards:
JIS B 0601-Surface Roughness, Waviness
JIS B 2401-0O Rings
JIS G 3101-Rolled Steel for General Structure
JIS G 4051-Carbon Steel for Machine Structural Use
JIS G 5501-Grey Iron Castings
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