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‘ @ JAPANESE INDUSTRIAL STANDARD JIS

Screwed Type Steel Pipe Fittings B 2302-1990

1. Scope

This Ja};:)anese Industrial Standard specifies the screwed type steel pipe
fittings (1), hereafter referred to as the "fittings", to be used for general
¢ piping for water, oil, steam, air, gas, etc.

Note (1) These fittings are used for carbon steel pipes for the piping
specified in JIS G 3452, Fittings coated with resin are used
mainly for the resin-lined steel pipe for waterworks.

Remark: The units and numerical values given in { } in this Standard
are based on the traditional units system and are currently
the criteria in force.

. 2, Classification

The classification of fittings shall be as given in the following.

(1) Four classes of barrel nipple, close nipple, long nipple and socket
according to shape.

(2) Three classes of without plating, plating and coating according to
surface condition.

3. Designation of Size

The designation for indicating the size of the fitting shall be made by
designating the screw threads of the fittings so as to meet the designation
provided in JIS B 0203, provided that this designation shall not be ac-
companied with symbols of R or R,.

Furthermore, the size of long nipple is given by nominal size x length (L),
. 4. Quality
4.1 Threads The threads of the fittings shall be tapered external threads

specified in JIS B 0203. The threads of the socket, however, shall be the:
parallel internal threads specified in JIS B 0203.

4.2 Deviation of Axial Line of Threads The deviation of the angle between
the axial lines of threads of barrel nippel and close nipple shall be not more
than 2 mm for a distance of 300 mm.

. Applicable Standards and Corresponding International Standard: See page 7.
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