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Foreword

This translation has been made based on the original Japanese Indus-
trial Standard revised by the Minister of Economy, Trade and Industry
through deliberations at the Japanese Industrial Standards Committee
as the result of proposal for revision of Japanese Industrial Standard
submitted by Japan Fluid Power Association (JFPA)/ Japanese Stan-
dards Association (JSA) with the draft being attached, based on the pro-
vision of Article 12 Clause 1 of the Industrial Standardization Law ap-
plicable to the case of revision by the provision of Article 14.

Consequently JIS B 2403 : 1995 is replaced with this Standard.
This JIS document is protected by the Copyright Law.

Attention is drawn to the possibility that some parts of this Standard
may conflict with a patent right, application for a patent after opening
to the public, utility model right or application for registration of utility
model after opening to the public which have technical properties. The
relevant Minister and the Japanese Industrial Standards Committee
are not responsible for identifying the patent right, application for a
patent after opening to the public, utility model right or application for
registration of utility model after opening to the public which have the
said technical properties.
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JAPANESE INDUSTRIAL STANDARD JIS B 2403 : 2009

V packings

Introduction

This Japanese Industrial Standard was established in 1963 and became what to this
day through thrice revisions. The last revision was made in 1995, and the revision of
this time is to correspond to the review of test items and test conditions due to the re-
vision or withdrawal of standards which this Standard refers to.

The corresponding International Standard has not been established at this point.

1 Scope

This Standard specifies the V packings for general oil hydraulic instruments which
use the petroleum hydraulic oil (hereafter referred to as “V packings”).

2 Normative references

The following standards contain provisions which, through reference in this text,
constitute provisions of this Standard. The most recent editions of the standards (in-
cluding amendments) indicated below shall be applied.

JISB 0601  Geometrical Product Specifications (GPS) — Surface texture : Profile
method — Terms, definitions and surface texture parameters

JIS G 3101  Rolled steels for general structure

JIS G 4305  Cold-rolled stainless steel plate, sheet and strip
JIS H 3100  Copper and copper alloy sheets, plates and strips
JISH 5120 Copper and copper alloy castings

JIS K 2213  Turbine oils

JIS K 6250 Rubber — General procedures for preparing and conditioning test
pieces for physical test methods

JISK 6251 Rubber, vulcanized or thermoplastic — Determination of tensile
stress-strain properties

JIS K 6253  Rubber, vulcanized or thermoplastic — Determination of hardness

JIS K 6257  Rubber, vulcanized or thermoplastic — Determination of heat ageing
properties

JIS K 6258 Rubber, vulcanized or thermoplastic — Determination of the effect of
Iiquids
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JIS K 6262  Rubber, vulcanized or thermoplastic — Determination of compression
set at ambient, elevated or low temperatures

3 Classification and symbol

The classification of V packings and the symbol which denotes the classification shall
be in accordance with table 1.

Table 1 Classification and symbol of V packings

Classification Symbol of NOTE
classification
Homogenous rubber V packings H Rubber is used for material
Fabric reinforced rubber V packings F Material of rubber-spread fabric moulded
(see 8.2)

4 Performance

The V packings shall be tested in accordance with 9.1 and the amount of oil leakage
per packing gland shall respectively be 2 ml/1 000 strokes or under for the homogenous
rubber V packings and 4 ml/1 000 strokes or under for the fabric reinforced rubber V
packings in the measurement of 5 times.

5 Corrosion and tacking

The V packings shall neither cause the corrosion nor produce the tacking to the
metal that comes into contact with these packings when tested in accordance with 9.2,
provided that the change in colour of metal shall not be regarded as the corrosion.

6 Shapes and dimensions
The shapes and dimensions of V packings shall be as follows.
a) The shapes and dimensions of major part shall be in accordance with table 2.

b) The V packings shall be free from noticeable twist and warp.

7 Appearance

The surface of V packings shall be well finished and free from defects, such as
harmful flaws, cuts fissures and cracks.
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