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Foreword 

This translation has been made based on the original Japanese Industrial Standard 
established by the Minister of Economy, Trade and Industry through deliberations 
at the Japanese Industrial Standards Committee according to the proposal for 
establishment of Japanese Industrial Standard submitted by Japan Spring Manufacturers 
Association (JSMA)/Japanese Standards Association (JSA) with the draft being attached, 
based on the provision of Article 12 Clause 1 of the Industrial Standardization Law. 

Consequently JIS B 2709: 2000 was withdrawn and partially replaced with this Standard. 

This JIS document is protected by the Copyright Law. 

Attention is drawn to the possibility that some parts of this Standard may conflict 
with a patent right, application for a patent after opening to the public, utility model 
right or application for registration of utility model after opening to the public which 
have technical properties. The relevant Minister and the Japanese Industrial Standards 
Committee are not responsible for identifying the patent right, application for a patent 
after opening to the public, utility model right or application for registration of utility 
model after opening to the public which have the said technical properties. 

JIS B 2709 series consists of the following 2 parts under the general title "Helical 
torsion springs": 

Part 1: Basic calculation methods 

Part 2: Expression of the specification 

(ii) 
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JAPANESE INDUSTRIAL STANDARD JIS B 2709-1 :2009 

Helical torsion springs-Part 1: 
Basic calculation methods 

1 Scope 

This Japanese Industrial Standard specifies the requirements for basic calculation 
methods of cylindrical torsion springs for general use, which are made from metallic 
materials with circular cross-section (hereafter referred to as "springs"). 

2 Norma ti ve references 

The following standards contain provisions which, through reference in this text, 
constitute provisions of this Standard. The most recent editions of the standards 
(including amendments) indicated below shall be applied. 

JIS B 0103 Glossary of terms used in springs 

JIS G 3521 Hard drawn steel wires 

JIS G 3522 Piano wires 

JIS G 3560 Oil tempered wire for mechanical springs 

JIS G 3561 Oil tempered wire for valve springs 

JIS G 4314 Stainless steel wires for springs 

JIS G 4801 Spring steels 

JIS H 3260 Copper and copper alloy wires 

JIS H 3270 Copper beryllium alloy, phosphor bronze and nickel silver rods, bars 
and wires 

3 Terms and definitions 

For the purposes of this Standard, the terms and definitions given in JIS B 0103 
apply. 

4 Materials 

The materials used for the springs shall be as given in table 1, and materials other 
than given in table 1 shall be subject to the agreement between the manufacturer and 
the purchaser. 
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Table 1 Materials for springs 

Application (informative) 

Type 
Standard 

Symbol General Electric Non- Heat Corrosion Fatigue NOTE 
number use conduc- magnetic resis- resis- resis-

tive tance tance tance 

Spring steel JIS G 4801 SUP 6 rn 
b.O 

SUP 7 .... .S 
eS .... 

SUP 9 >,~ 
'"a'"d 

SUP9A 0 0 ...... CI) 

cU S 
SUP 10 S .... 

'"deS 
CI)....., 
rn 0 
~..s:::: 

Hard drawn JIS G 3521 SW-B 
steel wires SW-C 0 

Piano wire JIS G 3522 SWP 0 0 

Oil tempered JIS G 3560 SWO 0 
wires for 

SWOSC-B 0 0 mechanical 
spring SWOSM 0 

Oil tempered JIS G 3561 SWO-V 0 
wires for 

SWOCV-V 0 0 
rn 

valve spring 
b.O 
~ 

·C 
SWOSC-V 0 0 0.. 

rn 

Stainless JIS G 4314 SUS 302 '"d 
CI) 

steel wires SUS 304 S .... 
for spring SUS 304N1 0 0 0 

eS 
'"d 

SUS 316 '0 
0 

SUS 631J1 
.... 

eS 
>, 

Brass wires JIS H 3260 C 2600 W '"a 
C 2700 W 0 0 0 

.@ 
S 

C 2800 W '"d 
CI) 
rn 

Nickel silver JIS H 3270 C 7521 W ~ 

wires C 7541 W 0 0 0 
C 7701 W 

Phosphor C 5102 W 0 
bronze wires C 5191 W 0 0 

C 5212 W 

Copper C 1720 W 
beryllium 0 0 0 
alloy wire 

5 Designing calculation 

5.1 General 

In the spring design, generally, spring dimensions such as material diameter, coil 
inside and outside diameters, number of turns, arm length and free angle of arm, and 
shape and material of spring and so on are decided so as to satisfy the spring charac­
teristics requirements which are specified in the beginning in the form of a relationship 
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between the deflection of spring and moment or load (force). However, the spring di­
mensions such as the inside and outside diameters of coil, number of turns, arm length 
and free angle of arm, and the spring shape can be subjected to restrictions by spring 
installation space, the shape of counter parts, etc. Further, some applications of spring 
can demand special requirements such as fatigue resistance and corrosion resistance. 

The appropriate steps in designing the springs, therefore, will be to set the rough 
values of material diameter, coil inside and outside diameters and number of turns 
corresponding to the spring characteristics requirements, calculate the spring charac­
teristics, and then review these in terms of the relationship with the rough values which 
are set so as to satisfy the restriction of dimensions and shape and other special re­
quirement, and decide the final specifications such as dimensions, shape and material 
of spring. 

5.2 Symbols 

The symbols used in designing calculation of spring shall be as given in table 2. 

Table 2 Symbols 

Symbol Meaning of symbol Unit 

d Diameter of material mm 

Di Inside diameter of coil mm 

Do Outside diameter of coil mm 

D Mean diameter of coil D= (Di + Do)/2 mm 

!1D Decrease in mean diameter of coil under loaded condition mm 

N Number of turns -

c Spring index c=D/d -

E E modulus N/mm2 

I Geometric moment of inertia mm4 

Z Section modulus mm3 

P, PI, P2 Load (force) exerted on spring N 

M Torsional moment acting on spring (torque) N·mm 

at, a2 Length of arm mm 

L Expanded wire length of active portion of spring mm 

kr Spring constant N·mm/rad 

krd Spring constant N·mm/o 

cP Torsion angle of spring rad 

CPd Torsion angle of spring ° 

CPl Torsion angle in coil parts of spring rad 

CP2, CP3 Deflection angle in arm parts of spring rad 

r, rI, r2 Radius of loading action mm 

Ds Diameter of guide bar mm 

Kb Correction factor for bending stress -

a Bending stress N/mm2 

NOTE: 1 N/mm 2 = 1 MPa 
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