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. JAPANESE INDUSTRIAL STANDARD - JdISs

Technical Drawing - Drawing by CAD - B 3402-1989

1. Scope

This Japanese Industrial Standard specifies the technical drawmg carried
out by using CAD mainly in mechanical industry.

Further, relating to the items not specified in thls Standard shall be
in accordance with JIS Z 8310 and respective Japanese Industrial Standards
which specify technical drawing otherwise.

2. Definitions

For the purpose of this Standard main definitions are 1n accordance
with JIS Z 8114.

3. Lines to Be Used for Technical Drawing-Drawing by CAD

3.1 Classification of Lines

3.1.1 Classification by Intermittent Style Lines shall be classified
into following four classes according to the intermittent style (Fig. 1).

(1) Continuous line: The line which continues

(2) Dashed line: The reference of ratio of length of line to interval
shall be 2:1. '

(3) Chain line: The reference of ratio of length of long line to
interval and to length of short line shall be 9:1:1.

(4) Chain double-dashed line: The reference of ratio of length of
long line to interval to length of short
line to interval to short line shall be
15:1:1:1:1.

' The chain line and chain double-dashed line shall be drawn so that these
start at the element of longer line and ended also. .

Further, when the dashed line, chain line and chain double-dashed
line intersect mutually with other line, it should preferably indicate the
intersecting point by the elements of longer line (Fig. 2).
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Fig. 1. Classes of Lines 0
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