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. JAPANESE [INDUSTRIAL STANDARD JIS
Morse taper shanks and sockets - Dimensional B 4003-1991
characteristics )

1. Scope

This Japanese Industrial Standard specifies the shapes and dimensions of Morse
taper shanks and sockets.
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0170-Glossary of common terms for cutting tools
0171-Glossary of terms for drills

0172-Glossary of terms for milling cutters
0173-Reamers - Vocabulary

0205-Metric coarse screw threads

0209-Limits of sizes and tolerances for métric coarse
screw threads

0401-System of limits and fits

3301-Morse taper gauges

2. The international standard corresponding to this Standard is
as follows: ' '

ISO 296-1974-Machine tools - Self-holding tapers for tool shanks

2, Definition

The definitions of main terms used in this Standard shall be as specified
‘ in JIS B 0170, JIS B 0171, JIS B 0172, and JIS B 0173.

3. Classification

Morse taper shanks shall be classified into two kinds - the tanged shank and
threaded shank, and sockets shall consist of only one kind - the tanged socket.

4, Shapes and dimensions

»

The shapes and dimensions of Morse taper shanks and sockets shall be as
specified in Table 1 for tanged shanks, in Table 2 for threaded shanks, andin
Table 3 for tanged sockets.
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