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Scope

JAPANESE INDUSTRIAL STANDARD

Cemented carbide metal slitting saws

UDC 621. 933.2.025.7

JIS
B 4115-1993

This Japanese Industrial Standard specifies the cemented carbide metal

slitting saws (hereafter, referred to as "metal saws".) of 16 mm to 125 mm in outside
diameter and 0.3 mm to 5 mm in width.

Remarks 1. The standards cited in this Standard are given in the following:
JIS B 0021 Indications of geometrical tolerances on drawings
JIS B 0172 Glossary of terms for milling cutters
JIS B 0601 Definitions and designation of surface roughness
JIS B 0659 Roughness comparison specimens
JIS B 4053 Hard tool materials and classification of applicabil-
ity
JIS B 4104 Hard tool material tips
JIS B 7420 Limit gauges
JIS B 7502 Micrometer callipers for external measurement
JIS B 7503 Dial gauges
JIS B 7507 Vernier, dial and digital callipers
JIS B 7513 Precision surface plates
JIS B 7515 Cylinder gauges
2. The International standard corresponding to this Standard is
given in the following:
ISO 2296-1972  Metal slitting saws with fine and coarse teeth—
Metric series
2. Definitions For the main terms used in this Standard, the definitions in JIS

B 0172 apply.

3. Shapes and dimensions
be in accordance with Table 1.

The shapes and dimensions of the metal saws shall

.

Documents

Document Sharing Hub

Copyright by the Japanese Industrial Standards
Fri Avgull%i06:38:6h20kkails: JIS B 4115 0


http://www.avadocuments.com/doc/jis-b-4115-0
http://www.avadocuments.com/doc/jis-b-4115-0

JIS B%4115 93 ER u4933L08 0521393 535 [

2
B 4115-1993

Table 1. Shapes and dimensions of cemented carbide metal slitting saws

Without boss With boss
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Unit: mm

Outside diameter Bore diameter d Width Informative reference
D A system B system(*) L Number | Boss
gﬁi:m;m Tolerances js16 gxﬂr;i:mion Tolerances H7 Basic Tol H? Basic Tolerances jsll of;eel.h diagleter
16 +0.55 5 +0.012 — — 0.3 +0.03 16 —
0 04
0.5
0.6

0.8

1.2
16
20 +0.65 5 +0.012 — — 0.3 +0.03 18 —

0.5
0.6
0.8

1.2
16

25 +0.65 8 +0.015 — — 0.3 +0.03 20 —
0.4
0.5
0.6
0.8

12
1.6

2.5
32 +0.8 8 +0.015 - — 0.3 +£0.03 24 -
0.4
0.5
0.6
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