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Scope

JAPANESE INDUSTRIAL STANDARD

Cemented carbide metal slitting saws

UDC 621. 933.2.025.7

JIS
B 4115-1993

This Japanese Industrial Standard specifies the cemented carbide metal

slitting saws (hereafter, referred to as "metal saws".) of 16 mm to 125 mm in outside
diameter and 0.3 mm to 5 mm in width.

Remarks 1. The standards cited in this Standard are given in the following:
JIS B 0021 Indications of geometrical tolerances on drawings
JIS B 0172 Glossary of terms for milling cutters
JIS B 0601 Definitions and designation of surface roughness
JIS B 0659 Roughness comparison specimens
JIS B 4053 Hard tool materials and classification of applicabil-
ity
JIS B 4104 Hard tool material tips
JIS B 7420 Limit gauges
JIS B 7502 Micrometer callipers for external measurement
JIS B 7503 Dial gauges
JIS B 7507 Vernier, dial and digital callipers
JIS B 7513 Precision surface plates
JIS B 7515 Cylinder gauges
2. The International standard corresponding to this Standard is
given in the following:
ISO 2296-1972  Metal slitting saws with fine and coarse teeth—
Metric series
2. Definitions For the main terms used in this Standard, the definitions in JIS

B 0172 apply.

3. Shapes and dimensions The shapes and dimensions of the metal saws shall

be in accordance with Table 1.
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Table 1. Shapes and dimensions of cemented carbide metal slitting saws
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