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Foreword 

This translation has been made based on the original Japanese Industrial Standard 
revised by the Minister of Economy, Trade and Industry, through deliberations at the 
Japanese Industrial Standards Committee as the result of proposal for revision of The 
Japan Solid Cutting Tools' Association (JSCTA)/Japanese Standards Association (JSA) 
with the draft being attached, based on the provision of Article 12 Clause 1 of the 
Industrial Standardization Law applicable to the case of revision by the provision of 
Article 14. 

Consequently, JIS B 4118: 2005 is replaced with this Standard. 

This JIS document is protected by the Copyright Law. 

Attention is drawn to the possibility that some parts of this Standard may conflict with 
patent rights, applications for a patent after opening to the public or utility model rights. 
The relevant Minister and the Japanese Industrial Standards Committee are not 
responsible for identifying any of such patent rights, applications for a patent after 
opening to the public or utility model rights. 

(ii) 
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JAPANESE INDUSTRIAL STANDARD JIS B 4118 : 2013 

Solid hardmetal ball-nosed end mills 
with cylindrical shanks­

Dimensions 

Introduction 

This Japanese Industrial Standard has been prepared based on the second edition 
of ISO 15917 published in 2012 with some modifications of the technical contents to 
conform to the actual situation in Japan. 

The portions with continuous sidelines or dotted underlines are the matters not given 
in the corresponding International Standard. A list of modifications with the explana­
tions is given in Annex JA. 

1 Scope 

This Standard specifies shapes and dimensions of solid hardmetal ball-nosed end 
------------------------------

mills with cylindrical shanks (hereafter referred to as "ball-nosed end mills"). 

The applicable material shall be super hard alloy, which is a generic term for 
hardmetal, cermet, ultrafine particle hardmetal, and alloy obtained by covering them 
with carbides, nitrides, oxides, etc., specified in JIS B 4053. 

NOTE: The International Standard corresponding to this Standard and the sym­
bol of degree of correspondence are as follows. 

ISO 15917 :2012 Solid ball-nosed end mills with cylindrical shanks, made 
of carbide and ceramic materials (MOD) 

In addition, symbols which denote the degree of correspondence in the 
contents between the relevant International Standards and JIS are IDT 
(identical), MOD (modified), and NEQ (not equivalent) according to ISO/ 
lEe Guide 21-1. 

2 Normative references 

The following standards contain provisions which, through reference in this text, 
constitute provisions of this Standard. The most recent editions of the standards 
(including amendments) indicated below shall be applied. 

JIS B 0172 Glossary of terms for milling cutters 
-----------------------------------------------------------------------------------------

JIS B 0401-2 ISO system of limits and fits-Part 2: Tables of standard tolerance 
grades and limit deviations for holes and shafts 

NOTE: Corresponding International Standard: ISO 286-2 ISO system of limits 
and fits-Part 2: Tables of standard tolerance grades and limit deviations 
for holes and shafts (IDT) 

JIS B 4053 Classification and application of hard cutting materials for metal re-
------------------------------------------------------------------------------------------------------------------------------------------------------

moval with defined cutting edges-Designation of the main groups and groups-otapp-t{cai£o-ii-------------------------------- ---------------------------------------------------------

PROTECTED BY COPYRIGHT Copyright Japanese Standards Association 
Provided by IHS under license with JSA Licensee=Hong Kong Polytechnic University/9976803100, User=ranji, hadi

Not for Resale, 10/24/2016 04:02:21 MDTNo reproduction or networking permitted without license from IHS

-
-
`
,
,
`
,
,
,
,
,
`
,
`
`
`
,
,
,
,
,
,
,
`
`
`
`
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: JIS B 4118 2013

http://avadocuments2026.com/doc/jis-b-4118-2013
http://avadocuments2026.com/doc/jis-b-4118-2013


2 
B 4118 : 2013 

3 Terms and definitions 

For the purpose of this Standard, the terms and definitions given in JIS B 0172 
apply. 

4 Types 

Ball-nosed end mills shall be classified into five types as shown in figure 1 and 
table 1, according to the length of cut f, existence or nonexistence of recess and overall 
length L. 

(R)a) <> (R)a) 

:0 :0 
u u 

:g ---- :g --+-----'------t-t--- -+------------

L L 

a) Type S b) Types 1 and 3 

(R)a) 

:o--.---~-....., 
u 

:g---'-----~---f 

L 

c) Types 2 and 4 

Notes a) (R) designates ball radius. 

b) ¢Dc designates cutting diameter. 

c) ¢Dl designates diameter of recess. 

Figure 1 Shapes of ball-nosed end mills 

Table 1 Types of ball-nosed end mills 

Type Length of cut R, Recess Overall length L 

S existence Short 

1 R,=Dc nonexistence 

2 existence 
Regular 

3 nonexistence 
R, =Dc x 1.5 

4 existence 

5 Shapes and dimensions 

Shapes and dimensions of ball-nosed end mills shall be as shown in figures 2 to 6 
and tables 2 to 6. 
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