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Tool Holders for Indexable Inserts - Designation B 4125-1990

1. Scope

This Japanese Industrial Standard specifies tool holders for indexable inserts
(hereinafter referred to as "holders") having square or rectangle section shank
- designation.

Remark: Even the holder able to be applied with this Standard, in case
. where there is fear to cause misunderstand, independent nominal
symbol may be attached.

2.  Constituting Elements and Arrangement of Nominal Symbols

Constituting symbols and arrangement of nominal symbols shall be as follows:

| (1) symbol for structure A letter symbol expressing the clamping method
‘ of indexable inserts One letter

(2) symbol for insert shape A letter symbol expressing the insert shape
One letter '

(3) symbol for cutting edge shape A letter symbol lexpressing angle of cutting
edge of holder and existence or absence of offset One letter

(4) symbol for insert clearance angle A letter symbol expressing the size
of clearance angle of insert itself - One letter

(5) symbol of use of hand A letter symbol expressing the holder hand
One letter

(6) symbol for shank height A numeral symbol expressing the holder shank
height Two places :

(7) symbol for shank width A numeral symbol expressing the holder shank
. width Two places

(8) symbol for holder total length A letter symbol expressing holder total
length  One letter

(9) symbol for indexable insert size A numeral symbol expressing length of
insert cutting edge One or two places

(10) symbol for insert thickness A numeral symbol expressing indexable insert
thickness ~ One or two places

(11) symbol for floor plate A symbol letter expressing existence or absence of
floor plate One letter
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Further, in the case where it is required to mark by adding structural
element, the additive structural element may be marked by adding optional letter
or numeral successively to the symbol of (11).

Remark: Relating to symbols of (8) to (11), in the case where there is

no fear to cause misunderstanding, those may be omitted, as re-
quired.

Example: (LY (2) 3) (4) (B) (6) (7) (8) (9 (10) (11)

P T F N R 25 25 M 16
E T A N L 20 20 K 3 3 W
3. Symbols

Symbols shall be as follows:

(1) Symbols for Structure The symbols for structure shall be in accordance ‘
with Table 1.

Table 1. Symbols for Structure

Symbol Clamping method of insert

C Clamp-on type: the method to clamp the face of insert by stop
fitting.

E Pin-lock type single face restriction type: the method to clamp the
insert with hole by pressing to one side wall with pin.

M Face restriction double clamp method of clamp-on type and pin-lock
type

p Pin-lock type double face restriction type: the method to clamp
insert with hole by pressing to two side walls with pins.

g Screw stop type: the method to clamp the insert with hole by ‘
SCrews.

W Wedge lock type: the method to clamp the insert with hole by
pressing to pin with wedge.

(2) Symbol for Insert Shape. The symbols for insert shapes shall be in
accordance with Table 2.
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