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STD.JIS B 4L3IO-ENGL 1947 mm 933608 0541575 L73 W

UDC 621. 921. 3-492.3
JAPANESE INDUSTRIAL STANDARD JIS8

Grain Sizes of Diamond or Cubic B 4130-1982
Boron Nitride

i. Scope

This Japanese Industrial Standard specifies the grain sizes of diamond and
cubic boron nitride abrasive particles, hereinafter referred to as the "abrasive
particles", to be used in the industrial products as in JIS B 4131.

-

Remarks 1. Regarding the coated abrasive particles of which surfaces
have been coated with metal and the like, the grain sizes
are specified on the abrasive particles before being coated.

2. The range of grain sizes specified in this standard are within
16/18 to 325/400.

2. Kinds of Grain Sizes

The kinds of grain sizes of the abrasive particles shall be in accordance with
Table 1.

Applicable Standards:
JIS B 4131-Diamond or Cubic Boron Nitride Grinding Wheels
JIS 'Z 8801-Test Sieves

Corresponding International Standards:

ISO 565 Test sieves-Woven metal wire cloth and perforated plate-
Nominal sizes of apertures

ISO 3310/1 Test sieves-Technical requirements and testing-Part 1:
Test sieves of metal wire cloth

Reference Standards:
ISO 2591 Test sieving
ISO 6106 Abrasive products-Grain sizes of diamond or cubicﬂa:eﬁmté-ﬁlfs
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