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In the event of any doubt arising,
the original Standard in Japanese is to be final authority

Errata for JIS (English edition) are printed in Standardization Journal, published monthly
by the Japanese Standards Association.

Errata will be provided upon request, please contact:
Business Department,

Japanese Standards Association

4-1-24, Akasaka, Minato-ku,

Tokyo, JAPAN 107

TEL. 03-3583-8002

FAX. 03-3583-0462

Errata are also provided to subscribers of JIS (English edition) in Monthly Information.
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JAPANESE INDUSTRIAL STANDARD JIS

Concrete core drill — B 4139-1996
Diamond core bits

1.  Scope This Japanese Industrial Standard specifies the diamond core bits
(hereafter referred to as "core bits") (*) used for the core drills (%) in order to drill
holes in the concrete, reinforced concrete or asphalt concrete (M), or to collect cores

).

Notes (') The mixtures of the asphalt, crushed stones, sand, etc. used for
paved structures.

(*) The cores of columnar shape obtained by drilling work. These are
also used as samples.

(®) The rotary type drilling machines or perforating machines used
being attached with core bits.

(*) The rotary tool being attached with diamond segments (small
pieces which have solidified the diamond abrasive grains with the
bonding agent. Hereafter referred to as "segments") to the point
of the body (hollow cylindrical shaped body in the middle between
the segment part and thread part) having the thread part for
mounting the core drill.

Remarks 1. The standards cited in this Standard are given as follows:

JIS B 0405 General tolerances — Part 1: Tolerances for linear

and angular dimensions without individual
tolerance indications

JIS B 4130 Grain sizes of diamond or cubic boron nitride

JIS B 4131 Diamond or cubic boron nitride grinding wheels
JIS B 7502 Micrometer callipers

JIS B 7503 Dial gauges

JIS B 7507 Vernier, dial and digital callipers

JIS B 7512 Steel tape measures

JIS G 3444 Carbon steel tubes for general structural purposes
JIS G 3445 Carbon steel tubes machine structural purposes

JIS G 3446 Stainless steel pipes for machine and structural
purposes

JIS G 3465 Seamless steel tubes for drilling

2. The units and numerical values given in { } in this Standard
are based on the traditional units, and are appended for
informative reference.

2.  Definition The definition of the main term used in this Standard shall be
as given in the following:

concentration  That is for indicating the proportion of the mass of the diamond
abrasive grains contained in the unit volume of the segment. When 880 mg {4.4
carats (ct)} are contained in 1 cm?, it is expressed as 100.
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B 4139-1996
3. Quality

3.1 Shapes and dimensions  The shapes and dimensions of the core bits shall
be in accordance with Table 1.

Table 1. Shapes and dimensions of core bits
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