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UDC 621.9.025
JAPANESE INDUSTRIAL STANDARD JIS

Ground High Speed Steel Tool Bits B 4151-1987

1. Scope

This Japanese Industrial Standard specifies high speed steel tool bits,
hereinafter referred to as the"bits", used mainly for cutting of metals.

2. Defintiions

For the purposes of this Standard, the definitions given in JIS B 0107
apply.

3. Classification

The bits shall be classified according to the shape of cross section into
5 type as shown in Table 1.

Table 1
Class .Desig‘nation of products
Type 1 Square bits
Type 2 Rectangular bits
7 Type 3 Sheet bits
Type b Parting sheet bits
Type 6 Round bits

4. Shape and Dimensions

The shape and dimensions of the bits shall conform to Tables 2 to 6.

Applicable Standards, Corresponding International Standard and
Reference Standards: See page 10.
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B 4151-1987
Table 2. Type 1 Square Bits
T
G\ v
L w
Unit: mm
width (W) and
Nominal height (H) Total length (L)
size
Basic size '}‘}c:l(igt)mce Basic size Tolerance
ix L 4
50
0
5x L 5 ~0.18
6x L 6 63 I
8x L 8 80
0
-0.22
10x L 10 100 +2
160
12x L 12 . 200
-0.27
16x L 16 125
20% L 20
0
-0.33
25X L 25
Remark: Angle 6 of the end face shall be 0 to 15 degrees.
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