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UDC 621.914.,22-233.16
" JAPANESE INDUSTRIAL STANDARD I1s
Arbors for Shell End Mills . _ B 4216-1980
' (Reaffirmed: 1986)
1. Scope
This Japanesé Industrial Standard specifies the arbors for shell end mills,
herinafter referred to as the "arbors".
2, Types

The types of the arbors shall be 2 types of the drawing threaded type and
of the tenoned type.

3. Shapes and Dimensions

. The shapes and dimensions of the arbor shall be in accordance with Table 1
and Table 2.

Applicable Standards:
JIS B 0021-Indications of Geometrical Tolerances on Drawings
JIS B 0205-Metric Coarse Screw Threads |

JIS B 0209-Limits of Sizes and Tolerances for Metric Coarse
Screw Threads

JIS B 0601-Definitions and Désignation of Surface Roughne_ss
. JIS B 0659-Roughness Comparison Specimens
JIS B 4003-Morse Taper Shanks and Sockets
JIS B 7503-Dial Gauges Reading in 0.01 mm
! JIS B 7726-Rockwell and Rockwell Superficial Hardness Testing

Machines
. JIS G 4105-Chromium Molybdenum Steels

JIS Z 2245-Method of Rockwell and- Rockwell Superficial
Hardness Test

Reference Standards:
JIS B 0401-System of Limits and Fits

ISO 2780 Milling cutters with tenon dfive—Interchangeability -dimensions
‘ with cutter arbors-Metric series
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ISO 3937 Cutter arbors with tenon drive-Dimensions
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