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UDC 621.914.2
. JAPANESE INDUSTRIAL STANDARD JI1S

Form Milling Cutters with B 4226-1989
Constant Profile

1. Scope

This Japanese Industrial Standard specifies form millin.gr cutters with constant
profile used for rounding work of 1 to 20 mm radius, hereinafter referred to as the
"milling cutters". '

Remark: Among the items specified in this Standard milling cutters of the
convex type, concave type, and corner rounding type coincide with
those specified in ISO 3860.

2. Definition

. The meanings of the main terms used in this Standard are as specified in JIS
B 0172. :

3. Classification

Milling cutters shall be classified into the four types of convex type (convex
milling cutters), concave type (concave milling cutters), corner rounding type
(corner rounding milling cutters), and double corner rounding type (double corner
rounding milling cutters) according to the profiles of their cutting edges, and
further subdivided into the two types of type 1 and type 2 according to the
presence or absence of a chamfered corner. The respective product names shall
be as shown in Table 1. :

Table 1. Classification of Form Milling Cutters with Constant Profile

Kind
Profile of | Chamfered Product name
. cutting edge corner '
Convex type } Form milling cutter with constant profile-convex type

Type 1 | Form milling cutter with constant profile-concave type 1
Concave type

Type 2 | Form milling cutter with constant profile-concave type 2

Type 1 Form milling cutter with constant profile-corner rounding

Corner round- type 1
ing type SRR . . .
Type 2 |Form milling cutter with constant profile-corner rounding
type 2
Double corner _ Form milling cutter with constant profile-double corner
rounding type rounding type
. Applicable Standards and Corresponding International Standard: See page 2.
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4, Shapes and Dimensions .

The shapes and dimensions of milling cutters shall be as specified in Tables

2 to 5.
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Standards:

0021-Indication of Geometrical Tolerances on Drawings
0172-Glossary of Terms for Milling Cutters
0401-System of Limits and Fits

0405-Permissible Machining Deviations in Dimensions without
Tolerance Indication

0601-Definitions and Designation of Surface Roughness

0659-Roughness Comparison Specimens

4201-Cutter Bore ‘
7503-Dial Gauges Reading in 0.01 mm

7513-Precision Surface Plates

7726-Rockwell and Rockwell Superficial Hardness Testing Machines

7734-Micro Hardness Testing Machines for Vickers and 'Knoop Hardness
4403-High Speed Tool Steels

2245-Method of Rockwell and Rockweel Superficial Hardness Test

2251-Method of Micro Hardness Test for Vickers and Knoop Hardness

Crresponding Internation Standard:

ISO 3860 Bore cutters with key drive - Form milling cutters with

constant profile ’
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