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UDC 621.951.7
JAPANESE INDUSTRIAL STANDARD JIS
. Shell Reamers B 4406-1990

1.  Scope

This Japanese Indusirial Standard specifies the shell reamers of diameter exceeding 19.9 mm
up to and including 101.6 mm (bereafter referred to as the "reamers").

Remarks 1, Shapes and dimensions specified in the body of this Standard are coincident with
those of ISO 2402.

2. J type shell reamers (conventional ones) are shown in Aanex.
2. Definitions
For the purposes of this Standard main definitions are in accordance with JIS B 0173.
3. Classification

Reamers shall be classified into two classes of straight flute and spiral flute according to
helix of flute groove.

4. Shapes and Dimensions
. Shapes and dimensions of reamers shall be as given in Table 1 and Table 2.

Applicable Standards:
JIS B 0021-Indication of Geometrical Tolerances on Drawings
JIS B 0173-Glossary of Terms for Reamers
JIS B 0401-System of Limits and Fits
. JIS B 0405-Permissible Machining Deviations in Dimensions without Tolerance Indication
JIS B 0601-Definitions and Designation of Surfacc Roughness
JIS B 0659-Roughness Comparison Specimens
JIS B 7503-Dial Gauges Reading in 0.01 mm
JIS B 7513-Precision Surface Plates
JIS B 7726- Rockwell and Rockwell Superficial Hardness Testing Machines
JIS B 7734-Micro Hardness Testing Machines for Vickers and Knoop Hardness
JIS G 4403-High Speed Tool Steels
JIS Z 2245-Method of Rockwell and Rockwell Superficial Hardness Test
JIS Z 2251-Method of Micro Hardness Test for Vickers and Knoop Hardness
Corresponding International Standard:

ISO 2402 Shell reamers with taper bore (taper bore 1 : 30 (included)) with slot drive and
arbors for shell reamers '
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Table 1. Shapes and Dimensions of Shell Reamers .
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