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Circular Screwing Dies for B 4455-1988
Parallel Pipe Threads

1. Scope

This Japanese Industrial Standard specifies circular screwing dies
intended for production of parallel pipe threads with the nominal designations
from PF /16 (!) to PF 2-1/y of JIS B 0202, hereinafter, referred to as
the "dies". - : .

Note (!) The thread with nominal designatioh PF 1/ 16 is in accordance
with ISO 228/I1.

2. Definitions

Definitions of principal terms used in this Standard shall be as laid down
. in JIS B 0176 and JIS B 0101.

3. Classification and Grade

The dies shall be classified into two types, solid dies and adjustable
dies, according to their construction. Further, the adjustable dies shall be
divided into groups, dies with and without adjusting screws.

The dies shall be classified into two grades, Grade A and Grade B ac-
cording to the accuracy of the thread part, and the symbols for grades
shall be in accordance with Table 1.

- Table 1. Symbols for Grades

Grade Grade A Grade B

Symbol A B

. Applicable Standards and Reference Standards: See page 10.
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4. TForm and Dimensions _

The form and dimensions of dies shall be in accordance with Figs. 1 to
3, and Table 2 and Table 3.

Fig. 1. Solid Die

Remarks 1. The number and form of clearance
: holes are not specified

2. The section AA of dies shall be in
accordance with Fig. 3.

Fig. 2. Adjustable Die
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Remarks 1. The number and form of clearance holes are not specified.

2. The dies with the outside diameter (D) of 25 mm do not always .
need to be provided with spot holes.

3. The section AA of dies shall be in accordance with IpcImMments
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