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. JAPANESE INDUSTRIAL STANDARD JIS

Circular Screwing Dies for Taper Pipe Threads B 4456-1988

1. Scope
This Japanese Industrial Standard specifies the circular screwing dies for
taper pipe threads, hereinafter referred to as the "dies", to be used for the
. thread cutting of nominal designation PT 1/16(') to PT 2 specified in JIS
. B 0203,
Note (1)_ The nominal designation PT 1/16 shall be specified in ISO 7/I.

2. Definitions

For the purposes of this Standard, the principal definitions given in
JIS B 0176 and JIS B 0101 apply.

. 3. Classification

Dies shall be classified in two types of solid dies and adjustable dies
according to the structure and the adjustable dies shall be divided into
two types of dies with adjusting screw and dies without adjusting screw
according to the presence of adjusting screw.

4. Forms and Dimensions

The forms and dimensions of the dies shall be in accordance with Fig. 1
and Fig. 2, and Table 1 and Table 2.

Fig. 1. Solid Dies
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Remarks 1. The number and form of clearance hole are not specified.

2. The length of lead shall be 2.5 thread ridges as a rule.

. Applicable Standards, Corresponding International Standard and
Reference Standards: See page 9. '
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Fig. 2. Adjustable Dies .
With Adjusting Screw
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Without Adjusting Screw
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Remarks 1. The number and form of clearance holes are not specified.
2. The length of lead shall be 2.5 thread ridges as a rule.

3. A spot hole may not be provided for the die 25 mm in
outside diameter (Dn).
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