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In the event of any doubt arising,
the original Standard in Japanese is to be final authority

Errata for JIS (English edition) are printed in Standardization Journal, published monthly
by the Japanese Standards Association.

Errata will be provided upon request, please contact:
Business Department,

Japanese Standards Association

4-1-24, Akasaka, Minato-ku,

Tokyo, JAPAN 107

TEL. 03-3583-8002

FAX. 03-3583-0462

Errata are also provided to subscribers of JIS (English edition) in Monthly Information.
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@ JAPANESE INDUSTRIAL STANDARD JIS

Adjustable angle wrenches B 4604-1995

1. Scope This Japanese Industrial Standard specifies adjustable angle
wrenches capable of adjusting the opening of the jaws, and used mainly for
turning bolt head or nut.

Remarks: The following standards are cited in this Standard.

JIS G 4051 Carbon steels for machine structural use
JIS G 5702 Blackheart malleable iron castings

JIS Z 2245 Method of Rockwell and Rockwell superficial
hardness test

2. Kind and grade The kind and grade shall be as given in Table 1.

Table 1.
Kind Grade Symbol
By material or process | By angle of inclination
of opening

All-forging Type 15° Heavy duty H
Normal duty N

Type 23° (2) Heavy duty H

Normal duty N

Partial-forging (1) Type 23° (2) — P

Notes (1) Partial-forging signifies the wrench in which the body is mainly made
of malleable cast iron, and the lower jaw of forged steel specified in 5.

(2) The type 23° denotes angle 22.5° of inclination of opening.

3. Shape and dimensions As a rule, the shape shall be as shown in Fig. 1,
and the dimensions shall be as given in Table 2.
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