B 4624

JIS Bxub24 75 NN 4933608 0014026 2 WM - )

I i . UDC 621.881.4

JAPANESE INDUSTRIAL STANDARD

Round Nose Pliers

@ JIS B 4624 s

Translated and Published
by

Japanese Standards Association

Printed in Japan 4 S

Documents



http://www.avadocuments.com/doc/jis-b-4624-0
http://www.avadocuments.com/doc/jis-b-4624-0

'JIS Bxu4b24i 75 EE 4933608 0014027 4+ WM

Translation without guarantee
In the event of any doubt arising, the original
standard in Japanese is to be evidence

Documents

Copyright by the Japanese Industrial Standards
Fri Avgul%id2:bineih0kt


http://www.avadocuments.com/doc/jis-b-4624-0
http://www.avadocuments.com/doc/jis-b-4624-0

JIS Bx4b24 75 WM 4933608 0014028 b WM

UDC 621.881 .4

JAPANESE INDUSTRIAL STANDARD JIS
Round Nose Pliers B 4624-1975
1. Scope

This Japanese Industrial Standard specifies round nose pliers to be used
for the bending and other working of copper wires or iron wires, mainly during
wiring, assembly and repair works of electric communication apparatus, radio
and television sets and other devices,

Remark: In this standard the particulars in{ }are in accordance with
the International System of Units (SI) and given for reference
only.

2. Classification

The round nose plier shall be classified into two types: the single joint
type and the box joint type.

3. Grading

The round nose plier shall be graded by quality into two grades: the heavy-
duty grade and the ordinary grade.

4, Materials

The round nose plier shall be made of SK 7 specified in JIS G 4401, S 15 CK
specified in JIS G 4051 or materials having the quality specified in 6. or those
having superior qualities-as appropriate.

Applicable Standards:

JIS G 4051-Carbon Steel for Machine Structural Use
JIS G 4401-Carbon Tool Steels

Reference Standard:

JIS Z 8203-SI Units and Recommendations for the Use of their Multiples and
of Certain Other Units
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